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SEAMLESS COLD DRAWN TUBES 2,85 0,5 1,85 0/FE 35.2 +A = annealed

SEAMLESS COLD DRAWN TUBES 3 0,9 1,2 0. +A = annealed

SEAMLESS COLD DRAWN TUBES 4 0,5 3 0. .

SEAMLESS COLD DRAWN TUBES 4 0,5 3 0/FE 35.1 +A = annealed

SEAMLESS COLD DRAWN TUBES 4 0,8 2,4 0/FE 35.1 .

HYDRAULICS AND PNEUMATIC STEEL TUBES 4 1 2 0/E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 4 1 2 0. +A = annealed

SEAMLESS COLD DRAWN TUBES 476 0,91 2,94 0|FE 360 +N = normalized

SEAMLESS COLD DRAWN TUBES 5 0,5 4 0/FE 35.1 +C=cold drawn hard

HYDRAULICS AND PNEUMATIC STEEL TUBES 5 1 3 0/E235 +N = normalized

HYDRAULICS AND PNEUMATIC STEEL TUBES 6 1 4 0/ E235 +N = normalized

WELDED TUBES SPEZIAL 07 DIN 2394-2/C 6 1 4 0/E195 +N = normalized

SEAMLESS COLD DRAWN TUBES 6 2 2 0. .

SEAMLESS COLD DRAWN TUBES 6 2 2 0/C10 +N = normalized

SEAMLESS COLD DRAWN TUBES 6 2 2 0/SAE 1010 +N = normalized

SEAMLESS COLD DRAWN TUBES 6 2 2 0/FE 35.1 +A = annealed

WELDED COLD DRAWN TUBES 6 2,1 1,8 0/S355J2H .

WELDED COLD DRAWN TUBES 6 2,1 1,8 0. +C=cold drawn hard

WELDED COLD DRAWN TUBES 6,3 0,7 49 0. +N = normalized

SEAMLESS COLD DRAWN TUBES 6,3 0,9 4.5 0. +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 6,35 0,8 4,75 0/FE 37 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 6,35 0,89 4,57 0/A179 GR.1 .

SEAMLESS COLD DRAWN TUBES 6,35 0,9 4,55 0/ FE 37 +N = normalized

SEAMLESS COLD DRAWN TUBES 6,35 2,27 1,81 0/ST 30 AL .

WELDED COLD DRAWN TUBES 6,35 2,28 1,79 0. +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 6,35 2,38 1,59 0/FE 37 +C=cold drawn hard

WELDED COLD DRAWN TUBES 6,4 2,3 1,8 0 FE37.4

WELDED COLD DRAWN TUBES 7,5 0,5 6,5 0.

SEAMLESS COLD DRAWN TUBES 7,85 1 5,85 0/FE 360 .

SEAMLESS COLD DRAWN TUBES 7,95 1,65 4,65 0|FE 360 +N = normalized

SEAMLESS COLD DRAWN TUBES 8 0,6 6,8 0/15MO3 +N = normalized

SEAMLESS COLD DRAWN TUBES 8 0,7 6,6 0|FE 280 .

WELDED COLD DRAWN TUBES 8 1 6 0. +C=cold drawn hard

WELDED COLD DRAWN TUBES 8 1 6 0/FE 37 .

WELDED COLD DRAWN TUBES 8 1 6 0/FE 320 +N = normalized

HYDRAULICS AND PNEUMATIC STEEL TUBES 8 1 6 0/E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 8 1 6 0/25CRMO4 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 8 1 6 0/C10 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 8 1 6 0/FE 37.4 +N = normalized

WELDED TUBES FROM COILS 8 1 6 0/E220 CR2-S3

SEAMLESS COLD DRAWN TUBES 8 1,25 55 0. +LC=cold drawn soft

HYDRAULICS AND PNEUMATIC STEEL TUBES 8 5 5 0/E235 +N = normalized

HYDRAULICS AND PNEUMATIC STEEL TUBES 8 2 4 0/ E235 +N = normalized

WELDED COLD DRAWN TUBES 8 2,25 3,5 0. +C=cold drawn hard

ROUND 8 0 0 0/S355J2 .

COLD DRAWN STEEL BARS 8 0 0 0/S355J2C +C=cold drawn hard

WELDED COLD DRAWN TUBES 8,2 0,8 6,6 0. +C=cold drawn hard

WELDED COLD DRAWN TUBES 8,2 0,8 6,6 0/E220 +C=cold drawn hard

WELDED COLD DRAWN TUBES 8,2 0,8 6,6 0/FE P04 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 8,35 2,68 2,99 0/FE 360 .

SEAMLESS COLD DRAWN TUBES 9 1 7 0/ E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 9 1 7 0/C10 +C=cold drawn hard

WELDED COLD DRAWN TUBES 9 1,25 6,5 0/ E220 +C=cold drawn hard

WELDED COLD DRAWN TUBES 9,5 0,75 8 0.

SEAMLESS COLD DRAWN TUBES 9,5 2 55 0/FE 360 .

SEAMLESS COLD DRAWN TUBES 9,52 0,91 7,7 0|FE 360 +N = normalized

WELDED COLD DRAWN TUBES 9,53 0,71 8,11 0/A214/SAE J525 +C=cold drawn hard

WELDED COLD DRAWN TUBES 9,8 0,75 8,3 0. .

SEAMLESS COLD DRAWN TUBES 9,98 1,44 7.1 0/ST 52.3 +N = normalized

SEAMLESS COLD DRAWN TUBES 10 0,5 9 0/FE 35.2 +C=cold drawn hard

WELDED COLD DRAWN TUBES 10 1 8 0/E195 +C=cold drawn hard

WELDED COLD DRAWN TUBES 10 1 8 0/E220 .

WELDED COLD DRAWN TUBES 10 1 8 0/E195 +C=cold drawn hard

WELDED COLD DRAWN TUBES 10 1 8 0/E220 +N = normalized

HYDRAULICS AND PNEUMATIC STEEL TUBES 10 1 8 0/ST 37.4 +N = normalized

HYDRAULICS AND PNEUMATIC STEEL TUBES 10 1 8 0/E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 10 1 8 0/P235GH TC-1 +N = normalized

WELDED TUBES FROM COILS 10 1 8 0/E220 CR2-S3

WELDED TUBES FROM COILS 10 1 8 0/E190 CR2-S3

WELDED TUBES FROM COILS 10 1,2 7,6 0/FE PO1

WELDED TUBES FROM COILS 10 1,2 7,6 0/FE 320 .

WELDED TUBES FROM COILS 10 1,2 7,6 0/ E220 CR2-S3

HYDRAULICS AND PNEUMATIC STEEL TUBES 10 1,5 7 0/ E235 +N = normalized

WELDED TUBES FROM COILS 10 1,5 7 0/ E220 CR2-S3

WELDED TUBES FROM COILS 10 1,5 7 0/ E220 CR2
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WELDED COLD DRAWN TUBES 10 2 6 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 10 2 6 0 FE 360 B +C=cold drawn hard

HYDRAULICS AND PNEUMATIC STEEL TUBES 10 2 6 0 E235 +N = normalized

WELDED COLD DRAWN TUBES 10 2,5 5 0 FE 360 +N = normalized

COLD DRAWN STEEL BARS 10 0 0 0/S355J2C .

COLD DRAWN STEEL BARS 10 0 0 0 S235JRC +C=cold drawn hard

CHROMED ROD 10 0 0 0/C45

WELDED COLD DRAWN TUBES 10,2 3,2 3,8 0 FE 37 .

SEAMLESS COLD DRAWN TUBES 10,35 3,68 2,99 0/C35 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 10,4 3,8 2,8 0 C40 .

SEAMLESS COLD DRAWN TUBES 10,5 1 8,5 0/C10 +N = normalized

SEAMLESS COLD DRAWN TUBES 10,5 1 8,5 0 C10E +N = normalized

SEAMLESS COLD DRAWN TUBES 10,5 1 8,5 0/FE 45.2 +N = normalized

SEAMLESS COLD DRAWN TUBES 10,5 1 8,5 0 C10 +N = normalized

SEAMLESS COLD DRAWN TUBES 10,5 1 8,5 0/C10E +N = normalized

SEAMLESS COLD DRAWN TUBES 10,65 3,68 3,29 0 C35 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 11 1,5 8 0/A199T11 +N = normalized

WELDED COLD DRAWN TUBES 11,3 1,6 8,1 0 FE 510 .

SEAMLESS COLD DRAWN TUBES 11,6 1,72 8,16 0/FE 35.2 +N = normalized

SEAMLESS COLD DRAWN TUBES 11,6 1,72 8,16 0 FE 37 +N = normalized

WELDED COLD DRAWN TUBES 11,9 1,85 8,2 0. +C=cold drawn hard

WELDED TUBES FROM COILS 12 0,8 10,4 0.

WELDED COLD DRAWN TUBES 12 1 10 0|FE 360 .

HYDRAULICS AND PNEUMATIC STEEL TUBES 12 1 10 0 E235 +N = normalized

WELDED COLD DRAWN WITH INTERNAL WELD

BEAD 12 1 10 0.

WELDED COLD DRAWN WITH INTERNAL WELD

BEAD 12 1 10 0. .

SEAMLESS COLD DRAWN TUBES 12 1 10 0/ST 37.4 +N = normalized

WELDED TUBES FROM COILS 12 1 10 0 E220 .

WELDED TUBES FROM COILS 12 1 10 0 E220 CR2-S3

WELDED TUBES FROM COILS 12 1,2 9,6 0/ DCO1 .

WELDED TUBES FROM COILS 12 1,2 9,6 0|FE 320 .

WELDED TUBES FROM COILS 12 1,2 9,6 0 E155 CR1-S3

WELDED TUBES FROM COILS 12 1,2 9,6 0 E220 CR2-S3

SEAMLESS COLD DRAWN TUBES 12 1,24 9,52 0 FE 360

WELDED COLD DRAWN TUBES 12 1,5 9 0. .

WELDED TUBES FROM COILS 12 1,5 9 0 E220 CR2-S3

WELDED TUBES FROM COILS 12 1,5 9 0 E220 CR2-S2

WELDED COLD DRAWN TUBES 12 1,75 8,5 0 E220 +N = normalized

WELDED COLD DRAWN TUBES 12 2 8 0/S235JRH +C=cold drawn hard

WELDED COLD DRAWN TUBES 12 2 8 0 FE37.4 +C=cold drawn hard

WELDED COLD DRAWN TUBES 12 2 8 0/S235JRH +C=cold drawn hard

HYDRAULICS AND PNEUMATIC STEEL TUBES 12 2 8 0 ST37.4 +N = normalized

SEAMLESS COLD DRAWN TUBES 12 2 8 0 E355 +N = normalized

WELDED TUBES FROM COILS 12 2 8 0 E220 CR2-S3

SEAMLESS COLD DRAWN TUBES 12 2,98 6,04 0/ST 52.3 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 12 2,98 6,04 0 ST 52.3 +N = normalized

WELDED COLD DRAWN TUBES 12 3 6 0. +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 12 3 6 0. .

SEAMLESS COLD DRAWN TUBES 12 3 6 0 FE 35.1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 12,2 2 8,2 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 12,2 2 8,2 0|FE 510 +N = normalized

SEAMLESS COLD DRAWN TUBES 12,2 2,1 8 0 E470 +N = normalized

WELDED COLD DRAWN TUBES 12,3 2 8,3 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 12,3 2 8,3 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 12,3 2 8,3 0|FE 320 +C=cold drawn hard

WELDED COLD DRAWN TUBES 12,5 1 10,5 0. .

SEAMLESS COLD DRAWN TUBES 12,5 1 10,5 0|ST 34.2 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 12,7 0,71 11,28 0 FE 360 +N = normalized

SEAMLESS COLD DRAWN TUBES 12,7 0,91 10,88 0|FE 360 .

WELDED TUBES FROM COILS 12,7 1 10,7 0 E150 CR2-S4

SEAMLESS COLD DRAWN TUBES 12,7 1,24 10,22 0/ FE 37.4 +N = normalized

SEAMLESS COLD DRAWN TUBES 12,7 1,63 9,44 0 A179 GR1 .

SEAMLESS COLD DRAWN TUBES 12,7 1,65 9,4 0 FE 35.1 +N = normalized

WELDED COLD DRAWN TUBES 12,83 1,3 10,23 0 ST 52.3 .

WELDED COLD DRAWN TUBES 12,83 1,31 10,21 0/ST 52.3 +C=cold drawn hard

WELDED TUBES FROM COILS 13 1 11 0 E220 CR2-S3

WELDED COLD DRAWN TUBES 13 1,5 10 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 13 1,87 9,26 0 S235JRH +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 13 2 9 0|FE 510 +C=cold drawn hard

WELDED TUBES FROM COILS 13 2 9 0 E190 CR2-S2

WELDED COLD DRAWN TUBES 13 2,12 8,76 0/S235JRH +C=cold drawn hard

COLD DRAWN STEEL BARS 13 0 0 0 S235JRC .

WELDED COLD DRAWN TUBES 13 1,875 9,25 0/S235JRH +C=cold drawn hard
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WELDED TUBES FROM COILS 14 0,7 12,6 0.

WELDED TUBES FROM COILS 14 0,8 12,4 0. .

HYDRAULICS AND PNEUMATIC STEEL TUBES 14 1 12 0 E235 +N = normalized

WELDED TUBES FROM COILS 14 1,2 11,6 0 E220 CR2-S3

WELDED COLD DRAWN TUBES 14 1,4 11,2 0 FE 35.1 .

HYDRAULICS AND PNEUMATIC STEEL TUBES 14 1,5 11 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 14 1,5 11 0/ FE 45.1 +N = normalized

SEAMLESS COLD DRAWN TUBES 14 1,5 11 0 FE 510 +N = normalized

WELDED TUBES FROM COILS 14 1,5 11 0 E220 CR2-S2

WELDED COLD DRAWN TUBES 14 2 10 0 E235 +C=cold drawn hard

HYDRAULICS AND PNEUMATIC STEEL TUBES 14 2 10 0 E235 +N = normalized

WELDED TUBES FROM COILS 14 2 10 0 E220 CR2-S3

COLD DRAWN STEEL BARS 14 0 0 0/S235JRC

CHROMED ROD 14 0 0 0 C45 .

WELDED COLD DRAWN TUBES 14,3 3,25 7,8 0/S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 14,3 3,25 7,8 0/S355J2H +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 14,8 2,35 10,1 0/26MN5 +C=cold drawn hard

WELDED COLD DRAWN TUBES 15 1 13 0 FE 37 +C=cold drawn hard

HYDRAULICS AND PNEUMATIC STEEL TUBES 15 1 13 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 15 1 13 0 E235 +N = normalized

WELDED TUBES FROM COILS 15 1,2 12,6 0 E235 CR1-S3

WELDED COLD DRAWN TUBES 15 2 11 0. .

WELDED TUBES FROM COILS 15 2 11 0 E220 CR2-S2

WELDED COLD DRAWN TUBES 15 2,2 10,6 0.

WELDED COLD DRAWN TUBES 15 3,5 8 0/26MN5 .

WELDED COLD DRAWN TUBES 15 3,5 8 0 16MNCR5 +N = normalized

CHROMED ROD 15 0 0 0/C45 .

WELDED COLD DRAWN TUBES 15,05 2,3 10,45 0 ST37.2 +C=cold drawn hard

WELDED COLD DRAWN TUBES 15,2 1 13,2 0 FE 360

WELDED COLD DRAWN TUBES 15,7 2,85 10 0 FE 510 .

WELDED COLD DRAWN TUBES 15,7 2,85 10 0|FE 510 +N = normalized

SEAMLESS COLD DRAWN TUBES 15,8 3 9,8 0 FE 490 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 15,88 3 9,88 0 E235

WELDED COLD DRAWN TUBES 16 1 14 0 FE37.4 .

HYDRAULICS AND PNEUMATIC STEEL TUBES 16 1 14 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 16 1 14 0 FE 35.1 +C=cold drawn hard

WELDED TUBES FROM COILS 16 1 14 0 E190 CR2-S3

SEAMLESS COLD DRAWN TUBES 16 1,2 13,6 0 25CRMO4 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 16 1,2 13,6 0/25CRMO4 +N = normalized

WELDED TUBES FROM COILS 16 1,2 13,6 0 E220 CR2-S3

WELDED COLD DRAWN TUBES 16 1,5 13 0. .

HYDRAULICS AND PNEUMATIC STEEL TUBES 16 1,5 13 0 E235 +N = normalized

WELDED TUBES FROM COILS 16 1,5 13 0 E220 CR2-S3

WELDED TUBES FROM COILS 16 1,5 13 0 E220 CR2-S4

WELDED COLD DRAWN TUBES 16 2 12 0/34MN5 +C=cold drawn hard

WELDED COLD DRAWN TUBES 16 2 12 0 FE 35.1 +C=cold drawn hard

HYDRAULICS AND PNEUMATIC STEEL TUBES 16 2 12 0 E235 +N = normalized

WELDED COLD DRAWN TUBES 16 2,75 10,5 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 16 3,85 8,3 0|FE 360 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 16 4 8 0 E355 +N = normalized

SEAMLESS COLD DRAWN TUBES 16 4 8 0 E235 +N = normalized

CHROMED ROD 16 0 0 0 C45 .

WELDED COLD DRAWN TUBES 16,4 1,15 14,1 0|FE 320 +N = normalized

WELDED COLD DRAWN TUBES 17 2,38 12,24 0.

WELDED COLD DRAWN TUBES 17 2,5 12 0. .

SEAMLESS COLD DRAWN TUBES 17 2,5 12 0 FE 35.2 +C=cold drawn hard

HOT ROLLED WELDED TUBES 17,2 2 13,2 0 S235JRH

SEAMLESS PIPES FOR GAS PIPELINES

GALVANIZED SCREWED AND SOCKETED 17,2 2 13,2 0 FE 35.1

HOT ROLLED WELDED TUBES 17,2 2,3 12,6 0 S235JRH

WELDED COLD DRAWN TUBES 17,7 1,75 14,2 0 FE 360 .

WELDED COLD DRAWN TUBES 18 1 16 0 FE 360 +N = normalized

WELDED COLD DRAWN TUBES 18 1 16 0 E220 +N = normalized

WELDED COLD DRAWN TUBES 18 1 16 0 FE 360 +N = normalized

WELDED TUBES FROM COILS 18 1 16 0 E220 CR2-S3

WELDED TUBES FROM COILS 18 1 16 0 E190 CR2-S3

WELDED TUBES FROM COILS 18 1,2 15,6 0 E220 CR2-S3

WELDED TUBES FROM COILS 18 1,2 15,6 0 E190 CR2-S3

WELDED COLD DRAWN TUBES 18 1,5 15 0. +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 18 1,5 15 0 FE 35.2 +N = normalized

SEAMLESS COLD DRAWN TUBES 18 1,5 15 0/A179 GR.1 +N = normalized

WELDED TUBES FROM COILS 18 1,5 15 0 E220 CR2-S3

SEAMLESS COLD DRAWN TUBES 18 1,8 14,4 0 FE 35.1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 18 1,85 14,3 0 FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 18 2 14 0 E235 +N = normalized
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WELDED TUBES FROM COILS 18 2 14 0. .

WELDED TUBES FROM COILS 18 2 14 0 E220 CR2-S3

WELDED TUBES FROM COILS 18 2 14 0 E220 CR2-S2

WELDED COLD DRAWN TUBES 18 2,7 12,6 0 E355 +N = normalized

SEAMLESS COLD DRAWN TUBES 18 2,7 12,6 0 FE 451

WELDED COLD DRAWN TUBES 18 2,9 12,2 0.

WELDED COLD DRAWN TUBES 18,5 1,25 16 0 FE 510

WELDED COLD DRAWN TUBES 18,5 2 14,5 0 FE 360

WELDED COLD DRAWN TUBES 18,7 2,7 13,3 0 FE 510 .

WELDED COLD DRAWN TUBES 18,7 2,75 13,2 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 19 1,5 16 0 E220 +N = normalized

WELDED TUBES FROM COILS 19 1,5 16 0 E220 CR2-S2

SEAMLESS COLD DRAWN TUBES 19 2,3 14,4 0 A199T5 +A = annealed

WELDED COLD DRAWN TUBES 19 2,67 13,66 0 FE 410D .

WELDED COLD DRAWN TUBES 19 3,5 12 0. +C=cold drawn hard

WELDED COLD DRAWN TUBES 19,05 2,1 14,85 0 A179 GR1 +N = normalized

WELDED COLD DRAWN TUBES 19,2 2 15,2 0 FE 320 +N = normalized

SEAMLESS COLD DRAWN TUBES 20 0,5 19 0 FE 35.1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 20 1 18 0. +N = normalized

WELDED COLD DRAWN TUBES 20 1 18 0 FE 360 +N = normalized

WELDED COLD DRAWN TUBES 20 1 18 0 E220 +N = normalized

HYDRAULICS AND PNEUMATIC STEEL TUBES 20 1 18 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 20 1 18 0|FE 360 .

WELDED TUBES FROM COILS 20 1 18 0 E220 CR2-S3

WELDED TUBES FROM COILS 20 1 18 0. .

WELDED TUBES FROM COILS 20 1 18 0 E190 CR2-S3

WELDED TUBES WITH INTERNAL WELD BEAD 20 1 18 0 FE PO1 .

WELDED TUBES FROM COILS 20 1,2 17,6 0 FE PO1 .

WELDED TUBES FROM COILS 20 1,2 17,6 0 E220 CR2-S3

HYDRAULICS AND PNEUMATIC STEEL TUBES 20 1,5 17 0 E235 +N = normalized

WELDED TUBES FROM COILS 20 1,5 17 0 E220 CR2-S3

WELDED TUBES FROM COILS 20 1,5 17 0 #N/D CR2-S3

WELDED TUBES FROM COILS 20 1,5 17 0 E220 CR2-S3

WELDED TUBES WITH INTERNAL WELD BEAD 20 1,5 17 0 E420 CR2-S3

WELDED COLD DRAWN TUBES 20 2 16 0 FE 320 +C=cold drawn hard

WELDED COLD DRAWN TUBES 20 2 16 0 FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 20 2 16 0 FE 320 +C=cold drawn hard

WELDED COLD DRAWN TUBES 20 2 16 0 FE 320 +N = normalized

HYDRAULICS AND PNEUMATIC STEEL TUBES 20 2 16 0 E235 +N = normalized

WELDED TUBES FROM COILS 20 2 16 0 E220 CR2-S3

WELDED TUBES FROM COILS 20 2 16 0 E220 CR2-S2

WELDED TUBES FROM COILS 20 2 16 0 E220 CR2-S3

WELDED TUBES FOR CARPENTRY 20 2 16 0/S235JRH .

WELDED COLD DRAWN TUBES 20 2,8 14,4 0 S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 20 2,95 141 0 S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 20 3 14 0 FE 510D +C=cold drawn hard

WELDED COLD DRAWN TUBES 20 3 14 0 E235 +N = normalized

WELDED COLD DRAWN TUBES 20 3 14 0.

TUBES RAW INTERNALLY CHROMED

EXTERNALLY 20 3 14 0/ E355 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 20 3,75 12,5 0 E355 +N = normalized

WELDED COLD DRAWN TUBES 20 4 12 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 20 4 12 0 SAE 1010 +C=cold drawn hard

COLD DRAWN STEEL BARS 20 0 0 0 S235JRC +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 20,1 3,55 13 0 C43 +N = normalized

WELDED COLD DRAWN TUBES 20,3 2,15 16 0 FE 510 .

WELDED COLD DRAWN TUBES 20,3 2,15 16 0 FE 510 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 20,75 7,7 5,35 0 C45 +N = normalized

WELDED COLD DRAWN TUBES 21 2,4 16,2 0 FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 21 2,5 16 0/ E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 21 2,5 16 0 E275 .

SEAMLESS COLD DRAWN TUBES 21 2,5 16 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 21 2,5 16 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 21 2,65 15,7 0 S355J2H +N = normalized

WELDED TUBES FOR CARPENTRY 21,25 2,5 16,25 0 S235JRH

WELDED COLD DRAWN 21,3 2 17,3 0 FE 360 .

HOT ROLLED WELDED TUBES 21,3 2,3 16,7 0 E235 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 21,3 2,3 16,7 0 S355J2H

WELDED PIPES HOT FORMED FOR GAS

PIPELINES SCREWED AND SOCKETED 21,3 2,35 16,6 0 FE 35.1

SEAMLESS PIPES FOR GAS PIPELINES 21,3 2,35 16,6 0 FE35.2

SEAMLESS PIPES FOR GAS PIPELINES 21,3 2,35 16,6 0 FE 45.2 .

WELDED TUBES FROM COILS 21,3 2,35 16,6 0 E220 CR2-S4

SEAMLESS HOT ROLLED STEEL TUBES 21,3 2,35 16,6 0 FE 35.2 .

WELDED COLD DRAWN 21,3 2,4 16,5 0 FE 360 D
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SEAMLESS HOT ROLLED STEEL TUBES 21,3 2,4 16,5 0/C30 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 21,3 2,4 16,5 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 21,3 2,4 16,5 0/S355J2H

HOT ROLLED WELDED TUBES 21,3 2,6 16,1 0 S235JRH

SEAMLESS PIPES FOR GAS PIPELINES

GALVANIZED SCREWED AND SOCKETED 21,3 2,6 16,1 0 FE 35.1 .

SEAMLESS HOT ROLLED STEEL TUBES 21,3 2,65 16 0/S355J2H +N = normalized

SEAMLESS COLD DRAWN TUBES 21,3 2,77 15,76 0 A106 GR.B

WELDED COLD DRAWN 21,3 2,9 15,5 0 FE 280

HOT ROLLED WELDED TUBES 21,3 2,9 15,5 0 S235JRH

HOT ROLLED WELDED TUBES 21,3 3.2 14,9 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 21,3 3,2 14,9 0 16CRNI4

SEAMLESS PIPES FOR GAS PIPELINES

GALVANIZED SCREWED AND SOCKETED 21,3 3,25 14,8 0. .

SEAMLESS COLD DRAWN TUBES 21,3 3,25 14,8 0/13CRMO44 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 21,3 3,25 14,8 0 FE 35.2

SEAMLESS HOT ROLLED STEEL TUBES 21,3 3,25 14,8 0 E235

HOT ROLLED WELDED TUBES 21,3 3,6 14,1 0 S235JRH

HOT ROLLED WELDED TUBES 21,3 3,6 14,1 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 21,3 3,6 14,1 0 E235 .

SEAMLESS HOT ROLLED STEEL TUBES 21,3 3,6 14,1 0/C45 E EN 10297-1 +N = normalized

SEAMLESS COLD DRAWN TUBES 21,3 3,73 13,84 0 A213T12 +A = annealed

HOT ROLLED WELDED TUBES 21,3 4 13,3 0 S235JRH

HOT ROLLED WELDED TUBES 21,3 4 13,3 0 11CRMO4

HOT ROLLED WELDED TUBES 21,3 4 13,3 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 21,3 4 13,3 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 21,3 4,5 12,3 0/S355J2H

HOT ROLLED WELDED TUBES 21,3 5 11,3 0 S235JRH

HOT ROLLED WELDED TUBES 21,3 5 11,3 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 21,3 5 11,3 0 E235 .

WELDED COLD DRAWN TUBES 22 1 20 0/C12 +A = annealed

WELDED COLD DRAWN TUBES 22 1 20 0 FE 360 .

WELDED TUBES FROM COILS 22 1,2 19,6 0 E220 CR2-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 22 1,2 19,6 0 E235 CR1-S3

SEAMLESS COLD DRAWN TUBES 22 1,27 19,46 0 A179 GR.1 +N = normalized

WELDED TUBES FROM COILS 22 1,4 19,2 0 E220 CR2

WELDED COLD DRAWN 22 1,5 19 0 E220 CR2-S2

WELDED COLD DRAWN TUBES 22 1,5 19 0|FE 510 +N = normalized

WELDED COLD DRAWN TUBES 22 1,5 19 0 ST 34.2 +C=cold drawn hard

WELDED TUBES FROM COILS 22 1,5 19 0 E235 CR1-S3

WELDED TUBES FROM COILS 22 1,5 19 0 E190 CR2-S3

WELDED TUBES FROM COILS 22 1,5 19 0. .

SEAMLESS COLD DRAWN TUBES 22 1,75 18,5 0 FE 42 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 22 1,85 18,3 0/A179 GR.1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 22 2,5 17 0 P355 TR1 +N = normalized

WELDED TUBES FROM COILS 22 2,5 17 0 E235 CR1-S3

WELDED TUBES FROM COILS 22 2,5 17 0 E235 CR1

WELDED TUBES FROM COILS 22 2,5 17 0 E235 CR1

WELDED COLD DRAWN TUBES 22 3 16 0 S235JRH +C=cold drawn hard

WELDED COLD DRAWN TUBES 22 3,5 15 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 22 3,5 15 0 FE 510 +N = normalized

SEAMLESS COLD DRAWN TUBES 22 4 14 0 FE 37 +A = annealed

WELDED COLD DRAWN TUBES 22 5 12 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 22 5 12 0/25CRMO4 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 22 5 12 0 25CRMO4 +N = normalized

WELDED COLD DRAWN TUBES 22 6 10 0 E235 +C=cold drawn hard

COLD DRAWN STEEL BARS 22 0 0 0/C45

COLD DRAWN STEEL BARS 22 0 0 0/S355J2C

WELDED COLD DRAWN TUBES 22,1 1,9 18,3 0 FE 510

SEAMLESS COLD DRAWN TUBES 22,23 1,63 18,97 0 FE 360

WELDED COLD DRAWN TUBES 22,3 3 16,3 0.

WELDED COLD DRAWN TUBES 22,3 3 16,3 0/26MN5 .

WELDED COLD DRAWN TUBES 22,3 3 16,3 0. +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 23 2 19 0/A179 GR.1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 23 2,75 17,5 0 FE 510 +N = normalized

SEAMLESS COLD DRAWN TUBES 23 4 15 0 E235 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 23 4,25 14,5 0 39CR4 .

SEAMLESS COLD DRAWN TUBES 23 4,25 14,5 0/C45 E EN 10297-1 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 23 4,25 14,5 0 C45 +C=cold drawn hard

HOT ROLLED WELDED TUBES 23 4,5 14 0 FE 360

WELDED COLD DRAWN TUBES 23 4,5 14 0.

WELDED COLD DRAWN TUBES 23,6 3,5 16,6 0 FE 510

WELDED COLD DRAWN TUBES 24 0,8 22,4 0 20CRMO4

WELDED COLD DRAWN TUBES 24 1 22 0/20CRMO4
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WELDED COLD DRAWN TUBES 24 1,5 21 0 E220 +C=cold drawn hard

WELDED COLD DRAWN TUBES 24 2,94 18,12 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 24 3 18 0 FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 24 3 18 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 24 3,4 17,2 0 S235JRH +C=cold drawn hard

WELDED COLD DRAWN TUBES 24 3,5 17 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 24 3,9 16,2 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 24 5 14 0 FE 360 .

WELDED COLD DRAWN TUBES 24 5 14 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 24,3 3,95 16,4 0 FE 510 +SR = stress relieved

WELDED COLD DRAWN TUBES 25 1 23 0. .

WELDED COLD DRAWN TUBES 25 1 23 0 FE52.2 +C=cold drawn hard

WELDED COLD DRAWN TUBES 25 1 23 0 26MN5 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 25 1 23 0 FE52.2

WELDED TUBES FROM COILS 25 1 23 0 FE PO1 .

WELDED TUBES FROM COILS 25 1 23 0 E155 CR1-S3

WELDED TUBES FROM COILS 25 1,2 22,6 0 E220 CR2-S3

WELDED COLD DRAWN 25 1,5 22 0 E235 CR1-S82

WELDED COLD DRAWN 25 1,5 22 0 E220 CR2-S2

WELDED TUBES FROM COILS 25 1,5 22 0 E195 CR1-S3

WELDED TUBES FROM COILS 25 1,5 22 0 E155 CR1-S3

WELDED TUBES FROM COILS 25 1,5 22 0 E220 CR2-S4

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 25 1,5 22 0 E235 CR1-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 25 1,8 21,4 0 E190 CR2-S3

WELDED COLD DRAWN 25 2 21 0 E235 CR1-S2

WELDED COLD DRAWN 25 2 21 0 E220 CR2-S2

WELDED TUBES FROM COILS 25 2 21 0 E220 CR2-S3

WELDED TUBES FOR CARPENTRY 25 2 21 0 S235JRH

WELDED COLD DRAWN 25 2,5 20 0/ FE 360 D .

SEAMLESS COLD DRAWN TUBES 25 2,5 20 0 25CRMO4 +SR = stress relieved

WELDED TUBES FROM COILS 25 2,5 20 0 E220 CR2-S2

WELDED COLD DRAWN TUBES 25 2,9 19,2 0 32MN5 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 25 2,9 19,2 0/C45 .

WELDED COLD DRAWN TUBES 25 3 19 0 E235 +N = normalized

HOT ROLLED WELDED TUBES 25 3,2 18,6 0/S275J0H

SEAMLESS HOT ROLLED STEEL TUBES 25 3,2 18,6 0 C20

SEAMLESS COLD DRAWN TUBES 25 3,5 18 0 FE 37 .

SEAMLESS COLD DRAWN TUBES 25 3,5 18 0 A519 SAE1008 +C=cold drawn hard

HOT ROLLED WELDED TUBES 25 3,6 17,8 0/S235JRH

HOT ROLLED WELDED TUBES 25 3,6 17,8 0 S355J2H .

HOT ROLLED WELDED TUBES 25 3,6 17,8 0 E235 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 25 3,6 17,8 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 25 3,6 17,8 0/S355J2H

HOT ROLLED WELDED TUBES 25 4 17 0 S235JRH

HOT ROLLED WELDED TUBES 25 4 17 0/S235JRH .

WELDED COLD DRAWN TUBES 25 4 17 0 E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 25 4,4 16,2 0 25CRMO4 +C=cold drawn hard

HOT ROLLED WELDED TUBES 25 4,5 16 0 S235JRH

HOT ROLLED WELDED TUBES 25 5 15 0/S235JRH

HOT ROLLED WELDED TUBES 25 5 15 0 SAE 1020 .

SEAMLESS COLD DRAWN TUBES 25 5 15 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 25 5,35 14,3 0 E355 +C=cold drawn hard

COLD DRAWN STEEL BARS 25 0 0 0/C45 .

COLD DRAWN STEEL BARS 25 0 0 0 S235JRC +C=cold drawn hard

COLD DRAWN STEEL BARS 25 0 0 0/ C45 E EN 10297-1 +C=cold drawn hard

CHROMED ROD 25 0 0 0 C45 .

WELDED COLD DRAWN TUBES 25,3 1,15 23 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 254 1 23,4 0 20CRMO4 .

SEAMLESS COLD DRAWN TUBES 254 2,11 21,18 0 A179 GRA1 +N = normalized

SEAMLESS COLD DRAWN TUBES 254 2,77 19,86 0 FE 45.1 +A = annealed

WELDED COLD DRAWN TUBES 254 2,85 19,7 0 FE 510D +N = normalized

WELDED COLD DRAWN TUBES 254 3 19,4 0 26MN5 .

SEAMLESS COLD DRAWN TUBES 254 3,05 19,3 0 A199T5 +A = annealed

WELDED COLD DRAWN TUBES 25,5 3 19,5 0 FE 37 .

SEAMLESS COLD DRAWN TUBES 26 0,88 24,24 0 16MO5 +A = annealed

WELDED COLD DRAWN TUBES 26 1 24 0. .

WELDED COLD DRAWN TUBES 26 1 24 0. +N = normalized

SEAMLESS COLD DRAWN TUBES 26 1 24 0 16MO5

SEAMLESS COLD DRAWN TUBES 26 1 24 0|FE 360 .

SEAMLESS COLD DRAWN TUBES 26 1 24 0 C30 +N = normalized

WELDED COLD DRAWN TUBES 26 1,5 23 0 FE 37 +N = normalized

WELDED TUBES FROM COILS 26 1,5 23 0. .

WELDED TUBES FROM COILS 26 1,8 22,4 0 E155 CR1-S3
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WELDED COLD DRAWN TUBES 26 2,8 20,4 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 26 2,98 20,04 0 FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 26,2 3,85 18,5 0 FE 360 .

WELDED COLD DRAWN TUBES 26,3 4,9 16,5 0 S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 26,5 1 24,5 0 FE 360

SEAMLESS COLD DRAWN TUBES 26,5 3,2 20,1 0 39NICRMO3 .

SEAMLESS COLD DRAWN TUBES 26,5 3,75 19 0. +N = normalized

SEAMLESS COLD DRAWN TUBES 26,7 5,25 16,2 0 42CRMO4 +C=cold drawn hard

WELDED TUBES FOR CARPENTRY 26,75 2,5 21,75 0 S235JRH

WELDED COLD DRAWN TUBES 26,9 1,7 23,5 0 ST 34.2

SEAMLESS PIPES FOR GAS PIPELINES 26,9 2,35 22,2 0 FE35.2

SEAMLESS HOT ROLLED STEEL TUBES 26,9 2,6 21,7 0 25CRMO4 .

SEAMLESS HOT ROLLED STEEL TUBES 26,9 2,6 21,7 0/25CRMO4 +N = normalized

TUBES FOR PRESSURE PURPOSES 26,9 2,9 21,1 0 P235GH TC-1

HOT ROLLED WELDED TUBES 26,9 3.2 20,5 0 S235JRH

HOT ROLLED WELDED TUBES 26,9 3,2 20,5 0 SAE 1020

SEAMLESS HOT ROLLED STEEL TUBES 26,9 3.2 20,5 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 26,9 3,4 20,1 0 E235

HOT ROLLED WELDED TUBES 26,9 3,6 19,7 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 26,9 3,6 19,7 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 26,9 3,6 19,7 0/C45 E EN 10297-1 .

SEAMLESS HOT ROLLED STEEL TUBES 26,9 3,6 19,7 0/C45 E EN 10297-1 +N = normalized

HOT ROLLED WELDED TUBES 26,9 4 18,9 0 S235JRH

HOT ROLLED WELDED TUBES 26,9 4 18,9 0/S355J2H

HOT ROLLED WELDED TUBES 26,9 4,5 17,9 0 S235JRH

HOT ROLLED WELDED TUBES 26,9 4,5 17,9 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 26,9 4,5 17,9 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 26,9 4,5 17,9 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 26,9 4,5 17,9 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 26,9 4,5 17,9 0 E235 .

SEAMLESS COLD DRAWN TUBES 26,9 4,7 17,5 0/14CrMoV4.3 +A = annealed

HOT ROLLED WELDED TUBES 26,9 5 16,9 0/S235JRH

HOT ROLLED WELDED TUBES 26,9 5 16,9 0 FE 360

HOT ROLLED WELDED TUBES 26,9 5 16,9 0 20MNV56

SEAMLESS HOT ROLLED STEEL TUBES 26,9 5 16,9 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 26,9 5 16,9 0/S355J2H

HOT ROLLED WELDED TUBES 26,9 5,5 15,9 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 26,9 6,3 14,3 0/S355J2H .

SEAMLESS COLD DRAWN TUBES 27 2,4 22,2 0/42CRMO4 +C=cold drawn hard

WELDED COLD DRAWN TUBES 27 3 21 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 27 4 19 0/FE 42 +C=cold drawn hard

WELDED COLD DRAWN TUBES 27 4,45 18,1 0 FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 27 5,4 16,2 0|FE 360 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 27,5 4,5 18,5 0/10CRMO910

WELDED COLD DRAWN TUBES 27,7 1,75 24,2 0 FE 360 .

WELDED COLD DRAWN TUBES 27,8 2,1 23,6 0 FE 360 D +N = normalized

WELDED TUBES WITH INTERNAL WELD BEAD 28 0,8 26,4 0 FE 320 .

WELDED COLD DRAWN TUBES 28 1 26 0 FE 45.1 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 28 1 26 0 FE 35.1 +N = normalized

WELDED TUBES FROM COILS 28 1,2 25,6 0 E190 CR2-S3

WELDED TUBES FROM COILS 28 1,2 25,6 0 E220 CR2-S3

WELDED COLD DRAWN TUBES 28 1,5 25 0|FE 360

WELDED COLD DRAWN TUBES 28 1,5 25 0 FE 360 .

HYDRAULICS AND PNEUMATIC STEEL TUBES 28 1,5 25 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 28 1,5 25 0 E235 +N = normalized

WELDED TUBES FROM COILS 28 1,5 25 0 E220 .

WELDED TUBES FROM COILS 28 1,5 25 0 E220 CR2-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 28 1,5 25 0 E190 CR2-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 28 1,5 25 0 E190 CR2-S3

WELDED COLD DRAWN TUBES 28 2 24 0. .

WELDED COLD DRAWN TUBES 28 2 24 0 FE 360 .

SEAMLESS COLD DRAWN TUBES 28 2 24 0 25CRMO4 +N = normalized

SEAMLESS COLD DRAWN TUBES 28 2 24 0/25CRMO4 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 28 2 24 0 25CRMO4 +A = annealed

WELDED TUBES FROM COILS 28 2 24 0 E220 CR2-S2

WELDED COLD DRAWN TUBES 28 2,5 23 0 FE 510 .

WELDED COLD DRAWN TUBES 28 2,5 23 0 FE 360 .

WELDED TUBES WITH INTERNAL WELD BEAD 28 2,5 23 0 FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 28 2,8 22,4 0. .

WELDED COLD DRAWN TUBES 28 3 22 0 S235JRH +N = normalized

WELDED COLD DRAWN TUBES 28 4 20 0/P235 TR1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 28,1 2,05 24 0 FE 510 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 28,3 1,5 25,3 0 E235 +N = normalized
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SEAMLESS COLD DRAWN TUBES 29 1 27 0/C12 +C=cold drawn hard

WELDED COLD DRAWN TUBES 29 1,5 26 0 FE 37 .

WELDED COLD DRAWN TUBES 29 1,5 26 0 FE 37 +C=cold drawn hard

WELDED COLD DRAWN TUBES 29 2 25 0 FE 360 .

SEAMLESS COLD DRAWN TUBES 29 2,5 24 0/25CRMO4 +C=cold drawn hard

COLD DRAWN WELDED STELLAR PROFILES 29 4 21 0 E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 29 5 19 0 E235 .

SEAMLESS COLD DRAWN TUBES 29 5,4 18,2 0 S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 29,4 1,2 27 0/FE 45.2 +C=cold drawn hard

WELDED COLD DRAWN TUBES 29,4 6 17,4 0. +N = normalized

WELDED COLD DRAWN TUBES 29,5 2,5 24,5 0 ST 52.3 .

SEAMLESS COLD DRAWN TUBES 29,5 5 19,5 0 FE 510 +N = normalized

WELDED COLD DRAWN TUBES 29,95 2,45 25,05 0. .

WELDED TUBES FROM COILS 30 1,2 27,6 0 E220 CR2-S3

WELDED COLD DRAWN TUBES 30 1,5 27 0/ FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 30 1,5 27 0 FE PO1

WELDED COLD DRAWN TUBES 30 1,5 27 0 FE 510 .

WELDED COLD DRAWN TUBES 30 1,5 27 0 FE 360 +N = normalized

WELDED TUBES FROM COILS 30 1,5 27 0 E220 CR2-S2

WELDED TUBES FROM COILS 30 1,5 27 0 E220 CR2-S4

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 30 1,5 27 0 E155 CR1-S3

WELDED TUBES WITH INTERNAL WELD BEAD 30 1,5 27 0 FE 280

WELDED TUBES WITH INTERNAL WELD BEAD 30 1,5 27 0 FE 280 .

SEAMLESS COLD DRAWN TUBES 30 1,6 26,8 0/25CRMO4 +SR = stress relieved

WELDED COLD DRAWN TUBES 30 2 26 0 FE 360 .

WELDED COLD DRAWN TUBES 30 2 26 0/S355J0H +N = normalized

SEAMLESS COLD DRAWN TUBES 30 2 26 0 25CRMO4 +N = normalized

SEAMLESS COLD DRAWN TUBES 30 2 26 0/25CRMO4 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 30 2 26 0 25CRMO4 +A = annealed

WELDED TUBES FROM COILS 30 2 26 0 E220 CR2-S2

WELDED TUBES FOR CARPENTRY 30 2 26 0 S235JRH .

WELDED COLD DRAWN TUBES 30 2,25 25,5 0/ST 52.3 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 30 2,3 254 0 E355 +N = normalized

WELDED COLD DRAWN 30 2,4 25,2 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 30 2,4 25,2 0 E235

WELDED COLD DRAWN 30 2,5 25 0 FE 37 .

WELDED COLD DRAWN TUBES 30 2,5 25 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 30 2,5 25 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 30 2,5 25 0 FE 510 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 30 2,6 24,8 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 30 2,9 24,2 0 25CRMO4 +N = normalized

WELDED COLD DRAWN TUBES 30 3 24 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 30 3 24 0. .

WELDED COLD DRAWN TUBES 30 3 24 0/ FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 30 3,25 23,5 0 C43

HOT ROLLED WELDED TUBES 30 3,6 22,8 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 30 3,6 22,8 0 E235

WELDED COLD DRAWN 30 3,7 22,6 0 FE 360 D

WELDED COLD DRAWN 30 3,7 22,6 0 FE 360 D

WELDED COLD DRAWN 30 3,8 22,4 0 FE 360 D

HOT ROLLED WELDED TUBES 30 4 22 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 30 4 22 0 A213T12 .

SEAMLESS COLD DRAWN TUBES 30 4 22 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 30 4 22 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 30 4 22 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 30 4,2 21,6 0/C45 E EN 10297-1

HOT ROLLED WELDED TUBES 30 4,5 21 0 S235JRH .

HOT ROLLED WELDED TUBES 30 4,5 21 0 E235 +N = normalized

WELDED COLD DRAWN TUBES 30 4,75 20,5 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 30 4,9 20,2 0/C20 +C=cold drawn hard

WELDED COLD DRAWN TUBES 30 5 20 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 30 5 20 0 E235 +C=cold drawn hard

HOT ROLLED WELDED TUBES 30 55 19 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 30 5,5 19 0 E355

HOT ROLLED WELDED TUBES 30 5,6 18,8 0 S235JRH

HOT ROLLED WELDED TUBES 30 5,6 18,8 0 FE 360

HOT ROLLED WELDED TUBES 30 5,6 18,8 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 30 5,8 18,4 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 30 5,8 18,4 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 30 5,8 18,4 0 S355J2H

HOT ROLLED WELDED TUBES 30 6 18 0 S235JRH .

WELDED COLD DRAWN TUBES 30 6 18 0/S355J2H +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 30 6 18 0 ASTM A213 T22

SEAMLESS HOT ROLLED STEEL TUBES 30 6,3 17,4 0 A199 GR T2
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SEAMLESS HOT ROLLED STEEL TUBES 30 6,3 17,4 0|FE 360 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 30 6,3 17,4 0/C45 E EN 10297-1

WELDED COLD DRAWN TUBES 30 7 16 0/S235JRH +C=cold drawn hard

HOT ROLLED WELDED TUBES 30 7.1 15,8 0 S355J2H .

HOT ROLLED WELDED TUBES 30 7.1 15,8 0 E235 +N = normalized

COLD DRAWN STEEL BARS 30 0 0 0/S35542C .

COLD DRAWN STEEL BARS 30 0 0 0/S235JRC +C=cold drawn hard

CHROMED ROD 30 0 0 0/C45 .

SEAMLESS COLD DRAWN TUBES 30,05 4,87 20,31 0 E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 30,15 4 22,15 0 FE 35.2

WELDED COLD DRAWN TUBES 30,2 1,5 27,2 0. .

WELDED COLD DRAWN TUBES 30,2 2 26,2 0 FE 37 +N = normalized

WELDED COLD DRAWN TUBES 30,25 2,12 26,01 0 FE 360

WELDED COLD DRAWN TUBES 30,3 2,7 24,9 0 32MN5

WELDED COLD DRAWN TUBES 30,8 3,5 23,8 0 34MN5 .

WELDED COLD DRAWN TUBES 31 1,75 27,5 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 31 2,5 26 0. .

WELDED COLD DRAWN TUBES 31 4,5 22 0 FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 31 4,7 21,6 0 26MN5

WELDED COLD DRAWN TUBES 31,5 2 27,5 0.

WELDED COLD DRAWN TUBES 31,7 1 29,7 0 20CRMO4 .

WELDED COLD DRAWN TUBES 31,75 3,96 23,83 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 31,8 2,9 26 0 16MNCR5 .

WELDED COLD DRAWN TUBES 31,8 3 25,8 0 S355J0H +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 31,8 3,6 24,6 0 16MNCR5

SEAMLESS HOT ROLLED STEEL TUBES 31,8 6,3 19,2 0 E235 .

WELDED COLD DRAWN TUBES 32 1 30 0 E235 +N = normalized

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 32 1 30 0 E235 CR1-S3

WELDED TUBES WITH INTERNAL WELD BEAD 32 1 30 0 FE 280 .

WELDED COLD DRAWN 32 1,2 29,6 0/ FE 360 D +N = normalized

WELDED TUBES FROM COILS 32 1,5 29 0 E220 CR2

WELDED TUBES FROM COILS 32 1,5 29 0 E220 CR2-S2

WELDED TUBES FROM COILS 32 1,5 29 0 E220 CR2-S4

WELDED COLD DRAWN 32 2 28 0 FE 320 .

WELDED COLD DRAWN TUBES 32 2,5 27 0 FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 32 2,5 27 0/FE 52.2 +C=cold drawn hard

COLD DRAWN WELDED STELLAR PROFILES 32 2,6 26,8 0 FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 32 3 26 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 32 3 26 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 32 3 26 0/ FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 32 4 24 0 FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 32 6 20 0/FE 52.2 +C=cold drawn hard

WELDED COLD DRAWN TUBES 32,2 2,5 27,2 0 S235JRH +C=cold drawn hard

WELDED COLD DRAWN TUBES 32,7 1,75 29,2 0 FE 280 .

SEAMLESS COLD DRAWN TUBES 32,7 3,2 26,3 0 FE 35.2 +N = normalized

WELDED COLD DRAWN TUBES 33 1,5 30 0 FE 360

PTOs TYPE X 33 2,6 27,8 0. .

WELDED COLD DRAWN TUBES 33,3 2,65 28 0/ FE 360 D +N = normalized

WELDED TUBES FROM COILS 33,7 2,5 28,4 0 E220 CR2-54

SEAMLESS PIPES API5L 33,4 3,38 26,64 0 FE 451

WELDED COLD DRAWN TUBES 33,6 1,3 31 0 FE 34

WELDED COLD DRAWN 33,7 2 29,7 0/ S235JRH

WELDED COLD DRAWN 33,7 2 29,7 0 FE 510D

WELDED COLD DRAWN 33,7 2 29,7 0 FE 360 D

SEAMLESS BOILER PIPES 33,7 2,3 29,1 0 FE 35.2

SEAMLESS HOT ROLLED STEEL TUBES 33,7 2,4 28,9 0 FE 452

SEAMLESS HOT ROLLED STEEL TUBES 33,7 2,4 28,9 0 E235

WELDED COLD DRAWN 33,7 2,5 28,7 0 FE 360 D .

SEAMLESS HOT ROLLED STEEL TUBES 33,7 2,6 28,5 0 25CRMO4 +N = normalized

WELDED COLD DRAWN 33,7 2,7 28,3 0 20MN6

WELDED BOILER PIPES 33,7 2,9 27,9 0 P235 TR1

WELDED PIPES FOR GAS PIPELINES DEBEADED 33,7 2,9 27,9 0 FE 35.1

WELDED PIPES FOR GAS PIPELINES DEBEADED 33,7 2,9 27,9 0 FE 510

WELDED PIPES FOR GAS PIPELINES DEBEADED 33,7 2,9 27,9 0 FE 360

SEAMLESS PIPES FOR GAS PIPELINES 33,7 2,9 27,9 0/ 35CRMN5

TUBES FOR PRESSURE PURPOSES 33,7 2,9 27,9 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 33,7 2,9 27,9 0 E235

SEAMLESS COLD DRAWN TUBES 33,7 3 27,7 0 12CRMOV4.3

WELDED COLD DRAWN 33,7 3.2 27,3 0 FE 360 D

SEAMLESS BOILER PIPES 33,7 3,2 27,3 0 P235 TR1 .

SEAMLESS COLD DRAWN TUBES 33,7 3,2 27,3 0/C35 +N = normalized
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SEAMLESS HOT ROLLED STEEL TUBES 33,7 3,2 27,3 0 25CRMO4

TUBES FOR PRESSURE PURPOSES 33,7 3,2 27,3 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 33,7 3,2 27,3 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 33,7 3,2 27,3 0 25CRMO4 +N = normalized

WELDED COLD DRAWN 33,7 3,5 26,7 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 33,7 3,6 26,5 0 FE 35.2

WELDED COLD DRAWN 33,7 3,65 26,4 0 FE 37

WELDED COLD DRAWN 33,7 3,7 26,3 0 FE 360 D

WELDED COLD DRAWN 33,7 4 25,7 0/ FE 510D

HOT ROLLED WELDED TUBES 33,7 4 25,7 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 33,7 4 25,7 0 14CRMOS3

SEAMLESS HOT ROLLED STEEL TUBES 33,7 4 25,7 0 E275

SEAMLESS HOT ROLLED STEEL TUBES 33,7 4 25,7 0 E275

SEAMLESS HOT ROLLED STEEL TUBES 33,7 4 25,7 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 33,7 4,05 25,6 0 E275

WELDED COLD DRAWN 33,7 4,4 24,9 0 34MN5

WELDED BOILER PIPES 33,7 4,5 24,7 0/ P235 TR1

HOT ROLLED WELDED TUBES 33,7 4,5 24,7 0 S235JRH

HOT ROLLED WELDED TUBES 33,7 4,5 24,7 0 FE 510

WELDED COLD DRAWN TUBES 33,7 4,5 24,7 0 ST 34.2

TUBES FOR PRESSURE PURPOSES 33,7 4,5 24,7 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 33,7 4,5 24,7 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 33,7 4,5 24,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 33,7 4,5 24,7 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 33,7 5 23,7 0 13CRMO44

SEAMLESS HOT ROLLED STEEL TUBES 33,7 5 23,7 0 25MnCr6

SEAMLESS HOT ROLLED STEEL TUBES 33,7 5 23,7 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 33,7 5 23,7 0 P355N-TC1/S355J2H/ +N = normalized

HOT ROLLED WELDED TUBES 33,7 5,5 22,7 0 S235JRH

WELDED TUBES WITH INTERNAL WELD BEAD 33,7 5,6 22,5 0/S355J2H

HOT ROLLED WELDED TUBES 33,7 6,3 21,1 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 33,7 6,3 21,1 0 FE 45.1

SEAMLESS HOT ROLLED STEEL TUBES 33,7 6,3 21,1 0 FE35.2

SEAMLESS HOT ROLLED STEEL TUBES 33,7 6,4 20,9 0/C45 E EN 10297-1

HOT ROLLED WELDED TUBES 33,7 7.1 19,5 0/ S275J0H

HOT ROLLED WELDED TUBES 33,7 7,1 19,5 0 S235JRH

HOT ROLLED WELDED TUBES 33,7 7.1 19,5 0 FE 360

HOT ROLLED WELDED TUBES 33,7 7,1 19,5 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 33,7 7.1 19,5 0/S355J2H

HOT ROLLED WELDED TUBES 33,7 8 17,7 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 33,7 8,5 16,7 0 10CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 33,7 8,5 16,7 0 E275 .

SEAMLESS HOT ROLLED STEEL TUBES 33,7 8,5 16,7 0 P355N-TC1/S355J2H/ +N = normalized

WELDED COLD DRAWN TUBES 34 1,2 31,6 0 FE PO1 +N = normalized

SEAMLESS COLD DRAWN TUBES 34 2 30 0/ST 35.8 +N = normalized

WELDED COLD DRAWN TUBES 34 4 26 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 34 5 24 0/S235JRH +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 34 5,6 22,8 0 15MO83

COLD DRAWN STEEL BARS 34 0 0 0/11SMnPb37

WELDED COLD DRAWN TUBES 34,5 1,25 32 0.

WELDED COLD DRAWN TUBES 35 1 33 0 25CRMO4

WELDED COLD DRAWN TUBES 35 1 33 0 20CRMO4 .

WELDED TUBES FROM COILS 35 1,2 32,6 0 E220 CR2-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 35 1,2 32,6 0 E235 CR1-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 35 1,2 32,6 0 E190 CR2-S3

WELDED COLD DRAWN TUBES 35 1,47 32,06 0 FE 360 .

WELDED COLD DRAWN TUBES 35 1,47 32,06 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN 35 1,5 32 0 TSZ8CT17 INOX

WELDED COLD DRAWN TUBES 35 1,5 32 0 FE 360 D .

WELDED COLD DRAWN TUBES 35 1,5 32 0 FE 360 D +N = normalized

SEAMLESS COLD DRAWN TUBES 35 1,5 32 0/25CRMO4 +N = normalized

WELDED TUBES FROM COILS 35 1,5 32 0 E220 CR2-S3

WELDED TUBES FROM COILS 35 2 31 0 E220 CR2

WELDED COLD DRAWN TUBES 35 2,5 30 0.

WELDED COLD DRAWN TUBES 35 2,5 30 0. .

WELDED COLD DRAWN TUBES 35 2,5 30 0/E235 +C=cold drawn hard

WELDED TUBES FROM COILS 35 2,5 30 0 AISI 304 (INOX)

WELDED COLD DRAWN TUBES 35 3 29 0 E235 +A = annealed

WELDED COLD DRAWN TUBES 35 3,5 28 0/ FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 35 3,5 28 0/E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 35 4,75 25,5 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 35 4,75 25,5 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 35 5 25 0 E235 +C=cold drawn hard
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TUBES POLISHED INTERNALLY, RAW

EXTERNALLY 35 5 25 0/ST 52.3 +SR = stress relieved

TUBES RAW INTERNALLY CHROMED

EXTERNALLY 35 5 25 0/E355 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 35 7,4 20,2 0/FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 35 7,5 20 0/E235 +C=cold drawn hard

COLD DRAWN SEAMLESS CYLINDER TUBES 35 7,5 20 0/HC 520 +SR = stress relieved

WELDED COLD DRAWN TUBES 35 7,75 19,5 0/FE 360 D +C=cold drawn hard

ROUND 35 0 0 0/C45

COLD DRAWN STEEL BARS 35 0 0 0/S355J2C

CHROMED ROD 35 0 0 0/C45 .

WELDED COLD DRAWN TUBES 35,1 2,5 30,1 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 36 1 34 0 FE 33 .

WELDED TUBES FROM COILS 36 1 34 0/E190 CR2-S3

WELDED COLD DRAWN TUBES 36 1,2 33,6 0/FE P04 +N = normalized

WELDED COLD DRAWN TUBES 36 1,2 33,6 0/E155 +N = normalized

WELDED COLD DRAWN TUBES 36 1,5 33 0/FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 36 1,5 33 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 36 1,95 32,1 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 36 2 32 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 36 2 32 0/ E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 36 2 32 0/ E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 36 2 32 0/S355J2H +C=cold drawn hard

PTOs TYPE X 36 3 30 0. .

COLD DRAWN WELDED STELLAR PROFILES 36 3,2 29,6 0/ E355 +C=cold drawn hard

PTOs TYPE X 36 45 27 0. .

COLD DRAWN WELDED STELLAR PROFILES 36 45 27 0/E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 36 5 26 0|FE 360 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 36 7 22 0/S355J2H +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 36 7,75 20,5 0/S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 36,15 2,28 31,59 0.

WELDED COLD DRAWN TUBES 36,3 4,15 28 0/34MN5

WELDED COLD DRAWN TUBES 36,7 1 34,7 0/FE 360 .

WELDED COLD DRAWN TUBES 37 4 29 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 37 5 27 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 37 5 27 0/FE 360 D +C=cold drawn hard

WELDED TUBES FROM COILS 38 1 36 0. .

WELDED COLD DRAWN TUBES 38 1,5 35 0/E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 38 1,5 35 0/ FE 45.1

WELDED TUBES FROM COILS 38 1,5 35 0/E220 .

WELDED TUBES FROM COILS 38 1,5 35 0/ E220 CR2-S3

WELDED TUBES FROM COILS 38 1,5 35 0/E220 CR2-S2

WELDED COLD DRAWN 38 1,8 34,4 0/FE 33

WELDED COLD DRAWN 38 2 34 0/FE 360 D .

SEAMLESS COLD DRAWN TUBES 38 2,6 32,8 0/FE 52.2 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 38 2,6 32,8 0/E355

SEAMLESS HOT ROLLED STEEL TUBES 38 2,6 32,8 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 38 2,6 32,8 0/25CRMO4 +N = normalized

WELDED COLD DRAWN 38 2,7 32,6 0/FE 360 D

SEAMLESS TUBES FOR HEAT EXCHANGER 38 2,9 32,2 0/C14 .

WELDED COLD DRAWN TUBES 38 3 32 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 38 3 32 0/FE 37 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 38 3 32 0/A199 GR T2

SEAMLESS HOT ROLLED STEEL TUBES 38 3,2 31,6 0/14CRMO3

SEAMLESS HOT ROLLED STEEL TUBES 38 3,2 31,6 0/A199T11

SEAMLESS HOT ROLLED STEEL TUBES 38 3,2 31,6 0/A199T5

SEAMLESS HOT ROLLED STEEL TUBES 38 3,2 31,6 0/FE 35.2

SEAMLESS HOT ROLLED STEEL TUBES 38 3,2 31,6 0/25CRMO4 .

SEAMLESS HOT ROLLED STEEL TUBES 38 3,2 31,6 0/25CRMO4 +N = normalized

SEAMLESS COLD DRAWN TUBES 38 3,25 31,5 0/ FE 55 +C=cold drawn hard

WELDED COLD DRAWN 38 3,7 30,6 0/FE 360 D

HOT ROLLED WELDED TUBES 38 4 30 0/S355J2H .

WELDED COLD DRAWN TUBES 38 4 30 0/ E235 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 38 4 30 0/12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 38 4 30 0/12CRMOV4.3

SEAMLESS HOT ROLLED STEEL TUBES 38 4 30 0/C20

SEAMLESS HOT ROLLED STEEL TUBES 38 4 30 0.

TUBES FOR PRESSURE PURPOSES 38 4 30 0/P235GH TC-1

WELDED COLD DRAWN 38 45 29 0/FE 360 D .

WELDED COLD DRAWN TUBES 38 45 29 0/FE 360 B +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 38 45 29 0/C43 .

WELDED COLD DRAWN 38 4.9 28,2 0 26MN5 +C=cold drawn hard

WELDED COLD DRAWN 38 5 28 0/FE 510D .

WELDED COLD DRAWN 38 5 28 0 FE 510D +N = normalized

HOT ROLLED WELDED TUBES 38 5 28 0/S235JRH
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HOT ROLLED WELDED TUBES 38 5 28 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 38 5 28 0 14CRMOS3

SEAMLESS HOT ROLLED STEEL TUBES 38 5 28 0 P91

SEAMLESS HOT ROLLED STEEL TUBES 38 5 28 0 15CD2-05

SEAMLESS HOT ROLLED STEEL TUBES 38 5 28 0 FE 452

SEAMLESS HOT ROLLED STEEL TUBES 38 5 28 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 38 5 28 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 38 5 28 0 S355J2H

HOT ROLLED WELDED TUBES 38 5,5 27 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 38 55 27 0 CR3

SEAMLESS HOT ROLLED STEEL TUBES 38 5,5 27 0 14CRMOS3

SEAMLESS HOT ROLLED STEEL TUBES 38 5,6 26,8 0 A213T2

WELDED COLD DRAWN 38 6 26 0 FE 360 D

WELDED COLD DRAWN 38 6,3 254 0 FE 360 D

HOT ROLLED WELDED TUBES 38 6,3 25,4 0 S235JRH .

HOT ROLLED WELDED TUBES 38 6,3 254 0 E235 +N = normalized

TUBES FOR PRESSURE PURPOSES 38 6,3 25,4 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 38 6,3 254 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 38 6,3 25,4 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 38 6,5 25 0 15CD2-05

HOT ROLLED WELDED TUBES 38 7.1 23,8 0 S235JRH

HOT ROLLED WELDED TUBES 38 7,1 23,8 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 38 7.1 23,8 0 A213T2

SEAMLESS HOT ROLLED STEEL TUBES 38 7,1 23,8 0 FE52.2

SEAMLESS HOT ROLLED STEEL TUBES 38 7.1 23,8 0 25MnCr6

SEAMLESS HOT ROLLED STEEL TUBES 38 7,1 23,8 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 38 7.1 23,8 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 38 7,1 23,8 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 38 7,5 23 0 Fe510 resulfurized

SEAMLESS HOT ROLLED STEEL TUBES 38 7,5 23 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 38 7,5 23 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 38 8 22 0 CR1

SEAMLESS HOT ROLLED STEEL TUBES 38 8 22 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 38 8 22 0 S355J2H +N = normalized

SEAMLESS COLD DRAWN TUBES 38 8,9 20,2 0/FE 52.2 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 38 9 20 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 38 10 18 0 CR1

SEAMLESS HOT ROLLED STEEL TUBES 38 10 18 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 38 10 18 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 38 10 18 0 P355N-TC1/S355J2H/ +N = normalized

WELDED COLD DRAWN TUBES 38,1 3,75 30,6 0/ FE 360 D +N = normalized

SEAMLESS COLD DRAWN TUBES 38,3 4,65 29 0 16MNCR5

SEAMLESS COLD DRAWN TUBES 38,4 47 29 0 20MNCR5 .

WELDED COLD DRAWN TUBES 38,55 1,5 35,55 0|E355 +SR = stress relieved

WELDED COLD DRAWN TUBES 39 1 37 0. .

WELDED COLD DRAWN TUBES 39 1,5 36 0 ST37.2 +C=cold drawn hard

WELDED COLD DRAWN TUBES 39 1,5 36 0/ FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 39,85 2,9 34,05 0 FE 460/410 +N = normalized

WELDED COLD DRAWN 40 1 38 0 ST37.2

WELDED COLD DRAWN 40 1 38 0 ST37.2

WELDED COLD DRAWN TUBES 40 1 38 0 FE 360 .

SEAMLESS COLD DRAWN TUBES 40 1 38 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 40 1 38 0/25CRMO4 +N = normalized

WELDED TUBES FROM COILS 40 1,2 37,6 0 E235 CR1-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 40 1,2 37,6 0 E155 CR1-S3

WELDED COLD DRAWN TUBES 40 1,4 37,2 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 40 1,4 37,2 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 40 1,5 37 0/ FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 40 1,5 37 0 ST 35.8 .

SEAMLESS COLD DRAWN TUBES 40 1,5 37 0/25CRMO4 +N = normalized

SEAMLESS COLD DRAWN TUBES 40 1,5 37 0 25CRMO4 +N = normalized

WELDED TUBES FROM COILS 40 1,5 37 0 E220 CR2

WELDED COLD DRAWN TUBES 40 2 36 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 40 2 36 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 40 2 36 0 E275 +N = normalized

SEAMLESS COLD DRAWN TUBES 40 2 36 0/25CRMO4 +N = normalized

WELDED TUBES FROM COILS 40 2 36 0 E220 CR2-S4

WELDED COLD DRAWN TUBES 40 2,3 35,4 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 40 2,3 35,4 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 40 2,3 35,4 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 40 2,4 35,2 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 40 3 34 0/S235JRH +N = normalized

WELDED COLD DRAWN TUBES 40 3 34 0 FE 360 D +N = normalized

WELDED TUBES WITH INTERNAL WELD BEAD 40 3 34 0 S235JRH
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WELDED COLD DRAWN 40 3,2 33,6 0 FE 510D

WELDED COLD DRAWN 40 3,2 33,6 0 FE 510D

WELDED BOILER PIPES 40 5 30 0/P235 TR1 .

WELDED COLD DRAWN TUBES 40 5 30 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 40 5 30 0/ E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 40 5 30 0/E355 +SR = stress relieved

TUBES RAW INTERNALLY CHROMED

EXTERNALLY 40 5 30 0/E355 +SR = stress relieved

COLD DRAWN SEAMLESS CYLINDER TUBES 40 5 30 0/HC 520 +SR = stress relieved

COLD DRAWN SEAMLESS CYLINDER TUBES 40 7,5 25 0/HC 520 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 40 9,67 20,66 0/FE 510 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 40 10 20 0/FE 510 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 40,15 3,15 33,85 0/ E235 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 40,2 3,1 34 0/FE 35.2 .

SEAMLESS COLD DRAWN TUBES 40,25 3,15 33,95 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 40,4 0,9 38,6 0/FE 37 +A = annealed

SEAMLESS COLD DRAWN TUBES 40,5 3 34,5 0/17NICRMO2 +N = normalized

WELDED COLD DRAWN TUBES 41 3 35 0 FE 510D +N = normalized

WELDED COLD DRAWN TUBES 41 3 35 0 FE 510D +N = normalized

WELDED COLD DRAWN 41 6 29 0/20MNB5

SEAMLESS HOT ROLLED STEEL TUBES 41 6,3 28,4 0/A199T11

SEAMLESS HOT ROLLED STEEL TUBES 41 6,8 27,4 0/ASTM A213-T11

SEAMLESS HOT ROLLED STEEL TUBES 41 7.1 26,8 0/A199T11 .

WELDED COLD DRAWN TUBES 41,3 1,5 38,3 0/FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 41,5 5 31,5 0/41CRALMO7

WELDED COLD DRAWN 41,52 5 31,52 0/41CRALMO7 .

SEAMLESS COLD DRAWN TUBES 41,62 5 31,62 0/34CRALMO5 +A = annealed

WELDED COLD DRAWN TUBES 42 0,9 40,2 0/ST 37.2 +C=cold drawn hard

WELDED COLD DRAWN TUBES 42 1 40 0/ E220 +C=cold drawn hard

WELDED TUBES FROM COILS 42 1 40 0/E220 CR2-S3

WELDED TUBES FROM COILS 42 1,2 39,6 0/ E220 CR2-S3

WELDED TUBES FROM COILS 42 1,5 39 0/E220 CR2-S3

WELDED TUBES FROM COILS 42 1,5 39 0/ E220 CR2-S2

WELDED COLD DRAWN TUBES 42 2,5 37 0/FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 42 2,5 37 0 FE 510D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 42 2,5 37 0/ASTM A 210 GR.A1 |+C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 42 2,5 37 0/ASTM A 210 GR.A1 |+C=cold drawn hard

WELDED COLD DRAWN TUBES 42 2,65 36,7 0/FE 510 +N = normalized

WELDED COLD DRAWN TUBES 42 3 36 0/ E235 +N = normalized

WELDED COLD DRAWN TUBES 42 3 36 0/FE 510 +N = normalized

WELDED TUBES FOR CARPENTRY 42 3 36 0/S235JRH

WELDED TUBES FOR CARPENTRY 42 3,2 35,6 0/S235JRH .

WELDED COLD DRAWN TUBES 42 3,5 35 0/FE 360 D +C=cold drawn hard

WELDED TUBES WITH INTERNAL WELD BEAD 42 4 34 0. .

WELDED COLD DRAWN TUBES 42 55 31 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 42 55 31 0/E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 42 55 31 0/ E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 42 55 31 0/S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 42 5,8 30,4 0/S235JRH +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 42 6,5 29 0/E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 42 9 24 0/ E355 +N = normalized

SEAMLESS COLD DRAWN TUBES 42 9 24 0/FE 510 .

SEAMLESS COLD DRAWN TUBES 42 11 20 0/FE 35.1 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 42,05 5,87 30,31 0/16MNCRS5 +N = normalized

WELDED COLD DRAWN TUBES 42,25 2 38,25 0/FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 42,4 1,3 39,8 0/25CRMO4

WELDED BOILER PIPES 42,4 1,8 38,8 0/P235 TR1 .

WELDED BOILER PIPES 42,4 1,8 38,8 0/P235 TR1 +N = normalized

WELDED BOILER PIPES 42,4 1,9 38,6 0/P235 TR1

WELDED BOILER PIPES 42,4 2 38,4 0/P235 TR1 .

WELDED COLD DRAWN 42,4 2 38,4 0/ E235 CR1-S1

WELDED COLD DRAWN TUBES 42,4 2,15 38,1 0/ST 34.2 .

WELDED BOILER PIPES 42,4 2,35 37,7 0/P235 TR1

WELDED BOILER PIPES 42,4 2,6 37,2 0/P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 42,4 2,6 37,2 0/13CrMo4-5 TC2

SEAMLESS HOT ROLLED STEEL TUBES 42,4 2,6 37,2 0/S355J2H

WELDED COLD DRAWN 42,4 2,7 37 0/FE 360 D

WELDED PIPES FOR GAS PIPELINES DEBEADED

SCREWED AND SOCKETED 42,4 2,9 36,6 0.

SEAMLESS PIPES FOR GAS PIPELINES

GALVANIZED 42,4 2,9 36,6 0.

SEAMLESS BOILER PIPES 42,4 2,9 36,6 0/P235-TR2

SEAMLESS HOT ROLLED STEEL TUBES 42,4 2,9 36,6 0/ E235

TUBES FOR PRESSURE PURPOSES 42,4 2,9 36,6 0/P235GH TC-1

WELDED COLD DRAWN 42,4 3,2 36 0 FE 510D
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WELDED COLD DRAWN 42,4 3,2 36 0/ P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 42,4 3,2 36 0 E355

TUBES FOR PRESSURE PURPOSES 42,4 3,2 36 0 P235GH TC-1

TUBES FOR PRESSURE PURPOSES 42,4 3,2 36 0 P235GH TC-2

SEAMLESS HOT ROLLED STEEL TUBES 42,4 3.2 36 0 S355J2H

WELDED BOILER PIPES 42,4 3,3 35,8 0 P235 TR1

WELDED TUBES WITH INTERNAL WELD BEAD 42,4 3,5 35,4 0 FE 510

WELDED COLD DRAWN 42,4 3,6 35,2 0 FE 360 D

WELDED BOILER PIPES 42,4 4 34,4 0/ P235 TR1

WELDED COLD DRAWN 42,4 4 34,4 0 FE 360 D

TUBES FOR PRESSURE PURPOSES 42,4 4 34,4 0 P235GH TC-1 .

TUBES FOR PRESSURE PURPOSES 42,4 4 34,4 0 P235GH TC-1 +N = normalized

SEAMLESS PIPES FOR GAS PIPELINES

GALVANIZED SCREWED AND SOCKETED 42,4 4,05 34,3 0 FE 35.1

HOT ROLLED WELDED TUBES 42,4 4,5 33,4 0 S355J2H

TUBES FOR PRESSURE PURPOSES 42,4 4,5 33,4 0 P235GH TC-1

WELDED COLD DRAWN 42,4 5 32,4 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 42,4 5 32,4 0 A199T9

WELDED COLD DRAWN 42,4 5,5 31,4 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 42,4 5,6 31,2 0 CR1

WELDED COLD DRAWN 42,4 6,3 29,8 0 FE 360 D

HOT ROLLED WELDED TUBES 42,4 6,3 29,8 0 S235JRH

HOT ROLLED WELDED TUBES 42,4 6,3 29,8 0 ST37.2

HOT ROLLED WELDED TUBES 42,4 6,3 29,8 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 42,4 6,3 29,8 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 42,4 6,3 29,8 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 42,4 6,3 29,8 0/S355J2H

HOT ROLLED WELDED TUBES 42,4 7,1 28,2 0 FE 360 D

HOT ROLLED WELDED TUBES 42,4 7,1 28,2 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 42,4 7,1 28,2 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 42,4 8 26,4 0/ A199T11

SEAMLESS HOT ROLLED STEEL TUBES 42,4 8 26,4 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 42,4 8 26,4 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 42,4 8,8 24,8 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 42,4 10 22,4 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 42,4 12,5 17,4 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS COLD DRAWN TUBES 42,5 6,5 29,5 0 E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 43 1,65 39,7 0 FE 510D +C=cold drawn hard

WELDED TUBES FROM COILS 43 2 39 0 E195 CR1

WELDED COLD DRAWN TUBES 43 55 32 0|E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 43,3 2 39,3 0 34MN5 .

WELDED COLD DRAWN TUBES 43,55 0,87 41,81 0 ST37.2 +C=cold drawn hard

WELDED COLD DRAWN TUBES 43,8 2,5 38,8 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 44 1,5 41 0 FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 44 2 40 0 FE4308B .

WELDED COLD DRAWN TUBES 44 2,5 39 0 P235 TR1 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 44 2,5 39 0 ASTM A 210 GR.A1 |+C=cold drawn hard

WELDED COLD DRAWN TUBES 44 3 38 0 S235JRH +N = normalized

SEAMLESS COLD DRAWN TUBES 44,32 6,35 31,62 0/34CRALMO5 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 44,5 3,2 38,1 0 10CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 445 3,6 37,3 0/12CRMO910

SEAMLESS COLD DRAWN TUBES 44,5 3,8 36,9 0 ASTM A 210 GR.A1

WELDED COLD DRAWN 445 4 36,5 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 44,5 4 36,5 0 A213T12

SEAMLESS HOT ROLLED STEEL TUBES 445 4,3 35,9 0.

SEAMLESS HOT ROLLED STEEL TUBES 44,5 4,5 35,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 445 4,5 35,5 0 A213T12 .

SEAMLESS HOT ROLLED STEEL TUBES 44,5 4,5 355 0 16MO5 +N = normalized

WELDED COLD DRAWN 445 5 34,5 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 44,5 5 34,5 0 A199T11

SEAMLESS HOT ROLLED STEEL TUBES 445 5.2 34,1 0 E275

WELDED COLD DRAWN 44,5 55 33,5 0/15CD2-05

SEAMLESS HOT ROLLED STEEL TUBES 445 5,6 33,3 0/ A199T11

SEAMLESS HOT ROLLED STEEL TUBES 44,5 5,6 33,3 0 16BMNCRS5

SEAMLESS HOT ROLLED STEEL TUBES 445 5,6 33,3 0 C45

SEAMLESS HOT ROLLED STEEL TUBES 44,5 5,6 33,3 0/C45

HOT ROLLED WELDED TUBES 445 6,3 31,9 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 44,5 6,3 31,9 0 ASTM A213 T22

SEAMLESS HOT ROLLED STEEL TUBES 445 6,3 31,9 0 10CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 44,5 6,3 31,9 0 ASTM A213 T22

SEAMLESS HOT ROLLED STEEL TUBES 445 6,3 31,9 0 12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 44,5 6,3 31,9 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 445 7.1 30,3 0 ASTM A213 T22

SEAMLESS HOT ROLLED STEEL TUBES 44,5 7,1 30,3 0/CR3

TUBES FOR PRESSURE PURPOSES 44,5 7,1 30,3 0 P265GH TC1
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SEAMLESS HOT ROLLED STEEL TUBES 445 7.1 30,3 0 S355J2H

HOT ROLLED WELDED TUBES 44,5 8 28,5 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 445 8 28,5 0/ E470

SEAMLESS HOT ROLLED STEEL TUBES 44,5 8 28,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 445 8 28,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 44,5 8,8 26,9 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 445 8,8 26,9 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 44,5 10 24,5 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 445 11 22,5 0. .

SEAMLESS COLD DRAWN TUBES 44,5 11 22,5 0 12CRMO910 +N = normalized

SEAMLESS COLD DRAWN TUBES 445 11 22,5 0 FE35.2

SEAMLESS HOT ROLLED STEEL TUBES 44,5 11,4 21,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 445 12,5 19,5 0/C45 E EN 10297-1 .

WELDED TUBES FROM COILS 45 1 43 0 E220 CR2-S3

WELDED COLD DRAWN TUBES 45 1,5 42 0 X5CRNI1810 INOX

WELDED COLD DRAWN TUBES 45 1,5 42 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 45 1,8 41,4 0 ST 52.3 +C=cold drawn hard

WELDED COLD DRAWN 45 2 41 0 E235 CR1-S82

SEAMLESS COLD DRAWN TUBES 45 2,5 40 0 25CRMO4 +N = normalized

WELDED COLD DRAWN TUBES 45 3,5 38 0/E235 +C=cold drawn hard

COLD DRAWN WELDED STELLAR PROFILES 45 3,7 37,6 0 E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 45 4 37 0 E235 +C=cold drawn hard

COLD DRAWN WELDED STELLAR PROFILES 45 4 37 0 E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 45 55 34 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 45 5,5 34 0 E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 45 55 34 0/E235 +C=cold drawn hard

PTOs TYPE X 45 5,5 34 0. .

COLD DRAWN WELDED STELLAR PROFILES 45 55 34 0 E355 +C=cold drawn hard

COLD DRAWN SEAMLESS CYLINDER TUBES 45 7,5 30 0 HC 520 +SR = stress relieved

COLD DRAWN SEAMLESS CYLINDER TUBES 45 10 25 0 HC 520 +SR = stress relieved

SEAMLESS HOT ROLLED STEEL TUBES 45 12,5 20 0 P355N-TC1/S355J2H/ +N = normalized

ROUND 45 0 0 0 C45 .

COLD DRAWN STEEL BARS 45 0 0 0 C45 +C=cold drawn hard

WELDED COLD DRAWN TUBES 45,5 2,75 40 0 C20 .

SEAMLESS COLD DRAWN TUBES 45,5 7,9 29,7 0 S355J2H +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 45,5 10,9 23,7 0 MECAVAL 147M +LC=cold drawn soft

SEAMLESS COLD DRAWN TUBES 45,5 13,4 18,7 0 MECAVAL 147M +LC=cold drawn soft

WELDED COLD DRAWN TUBES 45,7 2 41,7 0 FE 510

WELDED COLD DRAWN TUBES 45,7 2 41,7 0 E235 .

WELDED COLD DRAWN TUBES 45,7 2 41,7 0 FE 360 +N = normalized

WELDED COLD DRAWN TUBES 46 1,5 43 0 FE 360 .

WELDED COLD DRAWN TUBES 46 2 42 0 FE 360 B +C=cold drawn hard

WELDED COLD DRAWN TUBES 46 2,25 41,5 0 FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 46 2,5 41 0 FE 360 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 46,05 2,52 41,01 0/ P235GH TC-2 .

WELDED COLD DRAWN TUBES 46,1 3 40,1 0 E235 +C=cold drawn hard

WELDED COLD DRAWN 46,3 1,5 43,3 0 FE 360

WELDED COLD DRAWN TUBES 46,3 1,65 43 0 S355J2H .

WELDED COLD DRAWN TUBES 47 1 45 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 47 1 45 0 E220 +C=cold drawn hard

WELDED COLD DRAWN TUBES 47 1 45 0/ DCO1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 47 1 45 0 FE 360 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 47,5 5,6 36,3 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 47,5 6,5 34,5 0 A199 GR T2 .

WELDED COLD DRAWN TUBES 48 1 46 0 E220 +C=cold drawn hard

WELDED COLD DRAWN TUBES 48 1,5 45 0 ST 52.3 +C=cold drawn hard

WELDED TUBES FROM COILS 48 1,5 45 0 E220 CR2-S2

WELDED COLD DRAWN TUBES 48 2,875 42,24 0 FE 360 +C=cold drawn hard

WELDED TUBES FOR CARPENTRY 48 3 42 0 S235JRH

WELDED TUBES FOR CARPENTRY 48 3,2 41,6 0 S235JRH .

WELDED COLD DRAWN TUBES 48 3,5 41 0 ST37.2 +C=cold drawn hard

WELDED COLD DRAWN 48,3 2 443 0 FE 360 D

WELDED COLD DRAWN 48,3 2 44,3 0/ P235 TR1

WELDED COLD DRAWN 48,3 2,5 43,3 0 FE 360 D

WELDED BOILER PIPES 48,3 2,6 43,1 0/ P235 TR1

HOT ROLLED WELDED TUBES 48,3 2,6 43,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 48,3 2,6 43,1 0/25CRMO4 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 48,3 2,6 43,1 0 E275

WELDED COLD DRAWN 48,3 2,7 42,9 0 FE 360 D

SEAMLESS BOILER PIPES 48,3 2,9 42,5 0 P235 TR1

TUBES FOR PRESSURE PURPOSES 48,3 2,9 42,5 0 P235GH TC-1 .

TUBES FOR PRESSURE PURPOSES 48,3 2,9 42,5 0 P235GH TC-1 +N = normalized

WELDED COLD DRAWN 48,3 3 42,3 0 FE 360 D .

WELDED COLD DRAWN 48,3 3 42,3 0 E235 CR1-81

TUBES FOR PRESSURE PURPOSES 48,3 3,2 41,9 0 P235GH TC-1 .
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WELDED BOILER PIPES 48,3 3,4 41,5 0/ P235 TR1

WELDED COLD DRAWN 48,3 3,45 41,4 0 FE 510 .

SEAMLESS COLD DRAWN TUBES 48,3 3,6 41,1 0. +A = annealed

TUBES FOR PRESSURE PURPOSES 48,3 3,6 41,1 0 P235GH TC-2

WELDED COLD DRAWN 48,3 3,65 41 0 FE 460/410

WELDED COLD DRAWN 48,3 4 40,3 0/FE 33

WELDED TUBES FOR CARPENTRY 48,3 4 40,3 0 S235JRH

TUBES FOR PRESSURE PURPOSES 48,3 4 40,3 0 P235GH TC-1

TUBES FOR PRESSURE PURPOSES 48,3 4 40,3 0/P235GH TC-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 48,3 4 40,3 0/S355J2H

WELDED TUBES WITH INTERNAL WELD BEAD 48,3 4,05 40,2 0.

SEAMLESS HOT ROLLED STEEL TUBES 48,3 4,05 40,2 0 E275

WELDED COLD DRAWN 48,3 4,2 39,9 0/ P235 TR1

HOT ROLLED WELDED TUBES 48,3 4,3 39,7 0 FE 510

WELDED COLD DRAWN 48,3 4,5 39,3 0 FE 510D

HOT ROLLED WELDED TUBES 48,3 4,5 39,3 0|FE 360 .

SEAMLESS COLD DRAWN TUBES 48,3 4,5 39,3 0 E355 +N = normalized

SEAMLESS TUBES FOR HEAT EXCHANGER 48,3 4,5 39,3 0/C14

SEAMLESS HOT ROLLED STEEL TUBES 48,3 4,5 39,3 0/S355J2H

WELDED COLD DRAWN 48,3 4,7 38,9 0/FE 360 D

WELDED COLD DRAWN 48,3 5 38,3 0 FE 360 D

HOT ROLLED WELDED TUBES 48,3 5 38,3 0/S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 48,3 5 38,3 0 ST 52.3

SEAMLESS HOT ROLLED STEEL TUBES 48,3 5 38,3 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 48,3 5 38,3 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 48,3 5 38,3 0/S355J2H

WELDED COLD DRAWN 48,3 5,6 37,1 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 48,3 5,6 37,1 0.

SEAMLESS HOT ROLLED STEEL TUBES 48,3 5,6 37,1 0 CR1

SEAMLESS HOT ROLLED STEEL TUBES 48,3 5,6 37,1 0 39NICRMO3

HOT ROLLED WELDED TUBES 48,3 6,3 35,7 0 S235JRH

HOT ROLLED WELDED TUBES 48,3 6,3 35,7 0|FE 360

HOT ROLLED WELDED TUBES 48,3 6,3 35,7 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 48,3 6,3 35,7 0.

SEAMLESS HOT ROLLED STEEL TUBES 48,3 6,3 35,7 0 12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 48,3 6,3 35,7 0/C43

SEAMLESS HOT ROLLED STEEL TUBES 48,3 6,3 35,7 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 48,3 6,3 35,7 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 48,3 6,3 35,7 0/25CRMO4 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 48,3 6,3 35,7 0 25CRMO4 +N = normalized

WELDED COLD DRAWN 48,3 6,5 35,3 0 FE 360 D

HOT ROLLED WELDED TUBES 48,3 7,1 34,1 0 S235JRH

HOT ROLLED WELDED TUBES 48,3 7,1 34,1 0/S355J2H .

HOT ROLLED WELDED TUBES 48,3 7,1 34,1 0 E235 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 48,3 7,1 34,1 0.

SEAMLESS HOT ROLLED STEEL TUBES 48,3 7,1 34,1 0 FE 35.2

SEAMLESS HOT ROLLED STEEL TUBES 48,3 7,1 34,1 0 FE 452

SEAMLESS HOT ROLLED STEEL TUBES 48,3 7,1 34,1 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 48,3 7,1 34,1 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 48,3 7,1 34,1 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 48,3 7,5 33,3 0/C40

HOT ROLLED WELDED TUBES 48,3 8 32,3 0/S235JRH

HOT ROLLED WELDED TUBES 48,3 8 32,3 0/ S235JRH .

SEAMLESS HOT ROLLED STEEL TUBES 48,3 8 32,3 0 16CRNI4 (DALM631) |.

SEAMLESS HOT ROLLED STEEL TUBES 48,3 8 32,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 48,3 8 32,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 48,3 8,5 31,3 0 12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 48,3 8,8 30,7 0/S355J2H

HOT ROLLED WELDED TUBES 48,3 10 28,3 0 S235JRH

HOT ROLLED WELDED TUBES 48,3 10 28,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 48,3 10 28,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 48,3 10 28,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 48,3 10 28,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 48,3 12,5 23,3 0/S355J2H

WELDED COLD DRAWN 49,4 4,2 41 0 34MN5 .

WELDED COLD DRAWN TUBES 49,5 1,25 47 0 E235 +LC=cold drawn soft

WELDED COLD DRAWN TUBES 49,5 1,25 47 0 E195 +LC=cold drawn soft

SEAMLESS HOT ROLLED STEEL TUBES 49,5 6,3 36,9 0|FE 360 .

WELDED COLD DRAWN TUBES 50 1,5 47 0 E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 50 1,5 47 0 E355 +N = normalized

SEAMLESS COLD DRAWN TUBES 50 1,5 47 0/S355J2H +N = normalized

WELDED TUBES FROM COILS 50 1,5 47 0 E220 CR2-S3

WELDED TUBES FROM COILS 50 1,5 47 0 E220 CR2-54

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 50 1,5 47 0 E195 CR1-S3
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WELDED COLD DRAWN TUBES 50 2 46 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 50 2 46 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 50 2 46 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 50 2 46 0/E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 50 2 46 0/ E355 +N = normalized

SEAMLESS COLD DRAWN TUBES 50 2 46 0/ E275 +N = normalized

SEAMLESS COLD DRAWN TUBES 50 2 46 0/ E275 +N = normalized

SEAMLESS COLD DRAWN TUBES 50 2 46 0/ E275 +N = normalized

WELDED TUBES FROM COILS 50 2 46 0.

WELDED COLD DRAWN 50 2,5 45 0 FE 510D

WELDED COLD DRAWN 50 2,5 45 0/FE 360 D .

WELDED COLD DRAWN TUBES 50 2,5 45 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 50 2,5 45 0/FE 510

WELDED TUBES FROM COILS 50 2,5 45 0/S420MC .

WELDED COLD DRAWN TUBES 50 2,7 44,6 0/FE 430 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 50 3 44 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 50 3 44 0/ E355 +SR = stress relieved

WELDED COLD DRAWN TUBES 50 3 44 0/E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 50 3 44 0/S355J2H +SR = stress relieved

WELDED COLD DRAWN TUBES 50 3,1 43,8 0/FE 510 +N = normalized

WELDED COLD DRAWN TUBES 50 3,1 43,8 0/ E235 +N = normalized

WELDED COLD DRAWN TUBES 50 4 42 0 FE 510D +N = normalized

WELDED COLD DRAWN TUBES 50 5 40 0/ E235 +C=cold drawn hard

TUBES RAW INTERNALLY CHROMED

EXTERNALLY 50 7,5 35 0/FE 510

TUBES RAW INTERNALLY CHROMED

EXTERNALLY 50 7,5 35 0/ST 52.3

TUBES RAW INTERNALLY CHROMED

EXTERNALLY 50 7,5 35 0/E355 +SR = stress relieved

COLD DRAWN SEAMLESS CYLINDER TUBES 50 7,5 35 0/HC 520 +SR = stress relieved

COLD DRAWN SEAMLESS CYLINDER TUBES 50 10 30 0/HC 520 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 50 12,25 25,5 0/FE 510 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 50 12,25 25,5 0/S355J2H +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 50 12,5 25 0/S355J2H +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 50,15 2,15 45,85 0/25CRMO4 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 50,15 2,15 45,85 0/E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 50,15 2,15 45,85 0/25CRMO4 +N = normalized

SEAMLESS COLD DRAWN TUBES 50,2 2,2 45,8 0/25CRMO4 +C=cold drawn hard

WELDED COLD DRAWN TUBES 50,3 1,5 47,3 0/ GR.B .

WELDED COLD DRAWN TUBES 50,8 1,5 47,8 0/E235 +C=cold drawn hard

WELDED COLD DRAWN 50,8 3,8 43,2 0/C25

SEAMLESS COLD DRAWN TUBES 50,8 4 42,8 0/ASTM A 210 GR.A1

WELDED COLD DRAWN TUBES 51 2,5 46 0/ E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 51 2,5 46 0/P235 TR1 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 51 2,5 46 0/FE 35.2 .

SEAMLESS COLD DRAWN TUBES 51 2,6 45,8 0/P235GH TC-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 51 2,6 45,8 0/25CRMO4 .

SEAMLESS HOT ROLLED STEEL TUBES 51 2,6 45,8 0/25CRMO4 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 51 2,6 45,8 0/E235

WELDED COLD DRAWN 51 2,7 45,6 0/FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 51 2,9 45,2 0/E235

HOT ROLLED WELDED TUBES 51 3,2 44,6 0/FE 510

SEAMLESS COLD DRAWN TUBES 51 3,2 44,6 0/FE 35.1

SEAMLESS COLD DRAWN TUBES 51 3,2 44,6 0/A199T11 .

SEAMLESS HOT ROLLED STEEL TUBES 51 3,2 44,6 0/25CRMO4 +A = annealed

TUBES FOR PRESSURE PURPOSES 51 3,2 44.6 0/P235GH TC-2 .

SEAMLESS HOT ROLLED STEEL TUBES 51 3,25 445 0/FE 35.2 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 51 3,5 44 0/FE 35.2 +N = normalized

WELDED COLD DRAWN 51 3,6 43,8 0/FE 37

WELDED COLD DRAWN 51 3,7 43,6 0/FE 360 D

WELDED COLD DRAWN 51 4 43 0.

HOT ROLLED WELDED TUBES 51 4 43 0/S235JRH .

WELDED COLD DRAWN TUBES 51 4 43 0/FE 510 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 51 4 43 0/FE 510

SEAMLESS HOT ROLLED STEEL TUBES 51 4 43 0/A213T12

SEAMLESS HOT ROLLED STEEL TUBES 51 4 43 0/E235 .

SEAMLESS HOT ROLLED STEEL TUBES 51 4 43 0/14CRMO3 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 51 4 43 0/E235 .

SEAMLESS HOT ROLLED STEEL TUBES 51 4 43 0/16MNCR5 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 51 4 43 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 51 42 42,6 0/15CD2-05

WELDED COLD DRAWN 51 45 42 0/FE 360 D

WELDED COLD DRAWN 51 45 42 0/FE 430D

SEAMLESS HOT ROLLED STEEL TUBES 51 45 42 0/ASTM A213 T22

SEAMLESS HOT ROLLED STEEL TUBES 51 45 42 0/C30
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SEAMLESS HOT ROLLED STEEL TUBES 51 4,5 42 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 51 4,7 41,6 0 A213T12 .

WELDED COLD DRAWN TUBES 51 4,75 41,5 0/S235JRH +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 51 5 41 0 CR1

SEAMLESS HOT ROLLED STEEL TUBES 51 6,3 38,4 0/12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 51 6,3 38,4 0/C45

SEAMLESS HOT ROLLED STEEL TUBES 51 6,3 38,4 0/S355J2H .

SEAMLESS COLD DRAWN TUBES 51 6,5 38 0 E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 51 6,5 38 0 E355 +C=cold drawn hard

WELDED COLD DRAWN 51 6,6 37,8 0 FE 510D

WELDED COLD DRAWN 51 6,6 37,8 0 FE 360 D .

WELDED COLD DRAWN TUBES 51 7 37 0 FE 360 +C=cold drawn hard

WELDED COLD DRAWN 51 7.1 36,8 0 S235JRH

HOT ROLLED WELDED TUBES 51 7,1 36,8 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 51 7.1 36,8 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 51 7,1 36,8 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 51 8 35 0/34CR4

SEAMLESS HOT ROLLED STEEL TUBES 51 8 35 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 51 8,8 33,4 0 E275

SEAMLESS HOT ROLLED STEEL TUBES 51 9,5 32 0 ASTM A213 T22

SEAMLESS HOT ROLLED STEEL TUBES 51 10 31 0.

SEAMLESS HOT ROLLED STEEL TUBES 51 10 31 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 51 10 31 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 51 11 29 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 51 11,8 27,4 0|ASTM A213 T22 .

SEAMLESS COLD DRAWN TUBES 51 12,5 26 0 12CRMO910 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 51 12,5 26 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 51 14,2 22,6 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 51 14,2 22,6 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 51 14,2 22,6 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 51 14,2 22,6 0/P355N-TC1/S355J2H//+N = normalized

WELDED COLD DRAWN TUBES 51,5 6,4 38,7 0 S235JRH +C=cold drawn hard

COLD DRAWN WELDED STELLAR PROFILES 51,6 3 45,6 0 E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 51,9 2,7 46,5 0 20MNV6 .

WELDED COLD DRAWN TUBES 52 1 50 0 E195 +C=cold drawn hard

WELDED TUBES FROM COILS 52 1,5 49 0 E190 CR2-S3

WELDED COLD DRAWN TUBES 52 2 48 0/ FE 360 D +A = annealed

WELDED TUBES WITH INTERNAL WELD BEAD 52 2,5 47 0. .

WELDED COLD DRAWN TUBES 52 5 42 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 52 7 38 0 S235JRH +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 52,8 5,6 41,6 0|ASTM A213 T22 .

WELDED COLD DRAWN TUBES 53 1,5 50 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 53 4,3 44 4 0/P235 TR1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 53 55 42 0 FE 510D +N = normalized

SEAMLESS COLD DRAWN TUBES 53 6 41 0/S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 54 1 52 0 E220 +N = normalized

WELDED TUBES WITH INTERNAL WELD BEAD 54 1,4 51,2 0/ FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 54 2,6 48,8 0 E275 .

SEAMLESS HOT ROLLED STEEL TUBES 54 2,6 48,8 0/25CRMO4 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 54 2,6 48,8 0 E275 .

SEAMLESS HOT ROLLED STEEL TUBES 54 2,6 48,8 0/25CRMO4 +N = normalized

TUBES FOR PRESSURE PURPOSES 54 2,9 48,2 0 P235GH TC-1 .

WELDED COLD DRAWN TUBES 54 3,2 47,6 0/S235JRH +C=cold drawn hard

TUBES FOR PRESSURE PURPOSES 54 3,2 47,6 0 P235GH TC-1 .

COLD DRAWN WELDED STELLAR PROFILES 54 4 46 0 E355 +C=cold drawn hard

WELDED COLD DRAWN 54 4,2 45,6 0 P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 54 4,4 45,2 0/C45 E EN 10297-1

HOT ROLLED WELDED TUBES 54 4,5 45 0 FE 37

TUBES FOR PRESSURE PURPOSES 54 4,5 45 0/P235GH TC-1

WELDED BOILER PIPES 54 5 44 0 P235 TR1

HOT ROLLED WELDED TUBES 54 7.1 39,8 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 54 7,1 39,8 0 A199T9

HOT ROLLED WELDED TUBES 54 8 38 0/S235JRH

HOT ROLLED WELDED TUBES 54 8 38 0 FE 360

HOT ROLLED WELDED TUBES 54 8 38 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 54 8 38 0 A199T11

SEAMLESS HOT ROLLED STEEL TUBES 54 8 38 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 54 8 38 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 54 8,8 36,4 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 54 8,8 36,4 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 54 10 34 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 54 10 34 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 54 10 34 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 54 12,5 29 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 54 13,5 27 0.C25

18/49



CIE generakubis-‘u —

Material available in our warehouses unless subject to prior sale
For any article not available please contact us for the supply times

Article description Externald |Thickness Internal @ Shorter Steel Grade Heat treatment
longer side side

SEAMLESS COLD DRAWN TUBES 54 14 26 0/S355J2H +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 54 14,2 25,6 0/ E355

SEAMLESS HOT ROLLED STEEL TUBES 54 14,2 25,6 0/S355J2H .

WELDED TUBES FROM COILS 55 1,5 52 0/E220 CR2-S2

WELDED COLD DRAWN TUBES 55 2 51 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 55 2 51 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 55 2,5 50 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 55 2,5 50 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 55 2,5 50 0/FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 55 55 44 0|E355 +C=cold drawn hard

CHROMED ROD 55 0 0 0/C45 .

WELDED COLD DRAWN TUBES 56 1,2 53,6 0/DC04 +N = normalized

WELDED COLD DRAWN TUBES 56 1,2 53,6 0/E195 +N = normalized

WELDED COLD DRAWN TUBES 57 2 53 0/FE 360

WELDED BOILER PIPES 57 2,3 52,4 0/P235 TR1 .

WELDED COLD DRAWN TUBES 57 2,5 52 0/FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 57 2,5 52 0/ E235 +N = normalized

WELDED BOILER PIPES 57 2,9 51,2 0/P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 57 3,2 50,6 0/ FE 45.1 .

SEAMLESS COLD DRAWN TUBES 57 3,25 50,5 0/34CRALMO5 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 57 3,6 49,8 0/A199T11

SEAMLESS HOT ROLLED STEEL TUBES 57 3,6 49,8 0/E235

SEAMLESS TUBES FOR HEAT EXCHANGER 57 3,6 49,8 0/C14

SEAMLESS HOT ROLLED STEEL TUBES 57 45 48 0/12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 57 45 48 0/ X20CRMOV121

SEAMLESS HOT ROLLED STEEL TUBES 57 47 47,6 0/12CRMQO910

WELDED COLD DRAWN TUBES 57 5 47 0/S235JRH +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 57 5 47 0/10CRMO910

WELDED COLD DRAWN 57 6,3 444 0/FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 57 6,3 44 4 0/E355

SEAMLESS HOT ROLLED STEEL TUBES 57 6,3 444 0/E355

SEAMLESS HOT ROLLED STEEL TUBES 57 6,3 44 4 0/S355J2H .

WELDED COLD DRAWN TUBES 57 7.1 42,8 0/S235JRH +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 57 7.1 42,8 0/ASTM A213 T22

SEAMLESS HOT ROLLED STEEL TUBES 57 71 42,8 0/S355J2H .

HOT ROLLED WELDED TUBES 57 7,5 42 0/ST 37.2 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 57 8 41 0/14CRMO3

SEAMLESS HOT ROLLED STEEL TUBES 57 8 41 0/E470

SEAMLESS HOT ROLLED STEEL TUBES 57 8 41 0/S355J2H .

WELDED COLD DRAWN TUBES 57 8,5 40 0/FE 360 D +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 57 10 37 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 57 10 37 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 57 11 35 0/E470

SEAMLESS HOT ROLLED STEEL TUBES 57 12,5 32 0/15CD2-05 .

SEAMLESS HOT ROLLED STEEL TUBES 57 12,5 32 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 57 13,5 30 0/E355

SEAMLESS HOT ROLLED STEEL TUBES 57 13,5 30 0/ E355

SEAMLESS HOT ROLLED STEEL TUBES 57 14,2 28,6 0/FE 45.2

SEAMLESS HOT ROLLED STEEL TUBES 57 14,2 28,6 0/ E355

SEAMLESS HOT ROLLED STEEL TUBES 57 14,2 28,6 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 57 16 25 0/S355J2H

WELDED COLD DRAWN TUBES 57,5 4,25 49 0. .

WELDED COLD DRAWN TUBES 58 1,42 55,16 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 58 1,5 55 0|FE 360 .

WELDED COLD DRAWN TUBES 58 1,5 55 0/ E355 +N = normalized

WELDED COLD DRAWN TUBES 58 2 54 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 59 2 55 0/FE 37 .

WELDED COLD DRAWN TUBES 59 2 55 0/E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 59 4.4 50,2 0/C45 E EN 10297-1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 59,4 1,65 56,1 0/C22

WELDED COLD DRAWN TUBES 59,5 2 55,5 0. .

WELDED TUBES FROM COILS 60 1,2 57,6 0/E220 CR2-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 60 1,2 57,6 0/E235 CR1-S3

WELDED COLD DRAWN TUBES 60 1,5 57 0.

WELDED COLD DRAWN TUBES 60 1,5 57 0/C22 .

WELDED COLD DRAWN TUBES 60 1,5 57 0/FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 60 1,5 57 0/C22 +N = normalized

WELDED COLD DRAWN TUBES 60 1,5 57 0.

WELDED COLD DRAWN TUBES 60 1,5 57 0/C22 .

WELDED COLD DRAWN TUBES 60 1,5 57 0/FE 360 +C=cold drawn hard

WELDED TUBES FROM COILS 60 1,5 57 0/ E220 CR2-S4

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 60 1,5 57 0/E235 CR1-S3

WELDED COLD DRAWN TUBES 60 2 56 0/ E235 +C=cold drawn hard
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SEAMLESS COLD DRAWN TUBES 60 2 56 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 60 2 56 0 E235 +N = normalized

WELDED TUBES FROM COILS 60 2 56 0 E220 CR2-S4

WELDED COLD DRAWN TUBES 60 3,8 52,4 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 60 4 52 0 FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 60 4 52 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 60 4 52 0 FE 37 +C=cold drawn hard

WELDED COLD DRAWN TUBES 60 4 52 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 60 4 52 0 E235 +C=cold drawn hard

WELDED TUBES FOR CARPENTRY 60 4 52 0 S235JRH .

WELDED COLD DRAWN 60 5 50 0 FE 510D +N = normalized

TUBES RAW INTERNALLY CHROMED

EXTERNALLY 60 5 50 0/ E355 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 60 7,05 45,9 0 E470 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 60 7,05 45,9 0 E470HL +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 60 7,05 45,9 0 20MNV6 +C=cold drawn hard

WELDED COLD DRAWN 60 8 44 0 FE 360 D

WELDED COLD DRAWN 60 8 44 0 FE 360 D

SEAMLESS COLD DRAWN TUBES 60,1 7.1 45,9 0 E470

WELDED BOILER PIPES 60,3 1,9 56,5 0 P235 TR1

WELDED BOILER PIPES 60,3 2 56,3 0/ P235 TR1

WELDED COLD DRAWN 60,3 2 56,3 0 FE 360 D

WELDED COLD DRAWN 60,3 2,7 54,9 0/ FE 510D

WELDED COLD DRAWN 60,3 2,7 54,9 0 FE 360 D .

WELDED COLD DRAWN 60,3 2,7 54,9 0 E235 CR1-51

WELDED BOILER PIPES 60,3 2,9 54,5 0 P235 TR1 .

WELDED PIPES FOR GAS PIPELINES DEBEADED

GALVANIZED 60,3 2,9 54,5 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 60,3 2,9 54,5 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 60,3 2,9 54,5 0 E275

SEAMLESS HOT ROLLED STEEL TUBES 60,3 2,9 54,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 60,3 2,9 54,5 0 25CRMO4 +A = annealed

WELDED BOILER PIPES 60,3 3 54,3 0/ P235 TR1

WELDED COLD DRAWN 60,3 3 54,3 0 P355 TR1 .

WELDED COLD DRAWN 60,3 3 54,3 0 FE 510D +N = normalized

WELDED COLD DRAWN 60,3 3,2 53,9 0 FE 360 D

WELDED COLD DRAWN 60,3 3,2 53,9 0/ P355 TR1 .

SEAMLESS COLD DRAWN TUBES 60,3 3,2 53,9 0 FE 45.1 +N = normalized

TUBES FOR PRESSURE PURPOSES 60,3 3,2 53,9 0 P235GH TC-1

WELDED BOILER PIPES 60,3 3,3 53,7 0 P235 TR1

WELDED COLD DRAWN 60,3 3,6 53,1 0/ P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 60,3 3,6 53,1 0 E235

SEAMLESS TUBES FOR HEAT EXCHANGER 60,3 3,6 53,1 0C14

TUBES FOR PRESSURE PURPOSES 60,3 3,6 53,1 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 60,3 3,6 53,1 0 E235 +N = normalized

WELDED COLD DRAWN 60,3 4 52,3 0 FE 360 D .

WELDED COLD DRAWN 60,3 4 52,3 0 E235 CR1-51

HOT ROLLED WELDED TUBES 60,3 4 52,3 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 60,3 4 52,3 0 S355J2H .

WELDED COLD DRAWN 60,3 4,5 51,3 0 E235 CR1-81

SEAMLESS HOT ROLLED STEEL TUBES 60,3 4,5 51,3 0. .

WELDED BOILER PIPES 60,3 5 50,3 0 P235 TR1

WELDED COLD DRAWN 60,3 5 50,3 0/ FE 510D

WELDED COLD DRAWN 60,3 5 50,3 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 60,3 5 50,3 0 STE 770

WELDED TUBES FOR CARPENTRY 60,3 5 50,3 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 60,3 5 50,3 0 S355J2H

WELDED BOILER PIPES 60,3 5,5 49,3 0 P235 TR1

WELDED COLD DRAWN 60,3 5,6 49,1 0 FE 510

TUBES FOR PRESSURE PURPOSES 60,3 5,6 49,1 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 60,3 5,9 48,5 0 E355

TUBES FOR PRESSURE PURPOSES 60,3 5,9 48,5 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 60,3 6,3 47,7 0 E355

TUBES FOR PRESSURE PURPOSES 60,3 6,3 47,7 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 60,3 6,3 47,7 0 E235 .

SEAMLESS HOT ROLLED STEEL TUBES 60,3 6,3 47,7 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 60,3 6,3 47,7 0 P355N-TC1/S355J2H/ +N = normalized

HOT ROLLED WELDED TUBES 60,3 7,1 46,1 0 S235JRH

HOT ROLLED WELDED TUBES 60,3 7.1 46,1 0 ST37.2 .

WELDED COLD DRAWN TUBES 60,3 7,1 46,1 0 S235JRH +C=cold drawn hard

SEAMLESS TUBES FOR HEAT EXCHANGER 60,3 7.1 46,1 0C18

HOT ROLLED WELDED TUBES 60,3 8 443 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8 443 0 13CRMO44

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8 443 0 C30

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8 44,3 0 20MNV6
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SEAMLESS HOT ROLLED STEEL TUBES 60,3 8 44,3 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8 443 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8 44,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8,8 42,7 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8,8 42,7 0/ C30

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8,8 42,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 60,3 8,8 42,7 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 60,3 9,3 41,7 0 FE 35.2

HOT ROLLED WELDED TUBES 60,3 10 40,3 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 60,3 10 40,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 60,3 10 40,3 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 60,3 10 40,3 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 60,3 12,5 35,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS COLD DRAWN TUBES 60,3 12,66 34,98 0 E355 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 60,3 14,2 31,9 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 60,3 14,2 31,9 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 60,3 16 28,3 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 60,3 17,5 25,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 60,3 17,5 25,3 0/S355J2H .

WELDED COLD DRAWN TUBES 61 2 57 0 FE 422 +C=cold drawn hard

WELDED COLD DRAWN TUBES 61 2 57 0.

WELDED COLD DRAWN TUBES 61 2 57 0 FE 37 .

WELDED COLD DRAWN TUBES 61 2 57 0 E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 61 5 51 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 61 5,5 50 0|FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 61 6 49 0.

SEAMLESS COLD DRAWN TUBES 61 6 49 0 E355 .

SEAMLESS COLD DRAWN TUBES 62 11 40 0 S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 62,1 2,05 58 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 62,5 2 58,5 0 E235 +N = normalized

WELDED COLD DRAWN TUBES 62,5 2 58,5 0/ FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 62,5 2 58,5 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 62,9 8,63 45,64 0/S355J2H +N = normalized

SEAMLESS COLD DRAWN TUBES 63 8,75 45,5 0 S355J2H +N = normalized

WELDED COLD DRAWN 63 9 45 0 FE 360 D .

WELDED COLD DRAWN TUBES 63,4 2,4 58,6 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 63,4 2,5 58,4 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 63,4 2,5 58,4 0 ST37.2 +C=cold drawn hard

TUBES FOR PRESSURE PURPOSES 63,5 2,9 57,7 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 63,5 2,9 57,7 0 E235

TUBES FOR PRESSURE PURPOSES 63,5 3.2 57,1 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 63,5 3,2 57,1 0 E235 .

WELDED COLD DRAWN TUBES 63,5 3,75 56 0|FE 360 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 63,5 4 55,5 0 12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 63,5 4 55,5 0 14CRMOS3

SEAMLESS HOT ROLLED STEEL TUBES 63,5 4 55,5 0 A213T2

TUBES FOR PRESSURE PURPOSES 63,5 4 55,5 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 63,5 5 53,5 0 13CRMO44

SEAMLESS HOT ROLLED STEEL TUBES 63,5 5 53,5 0. .

SEAMLESS COLD DRAWN TUBES 63,5 5 53,5 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 63,5 5 53,5 0 12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 63,5 55 52,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 63,5 6 51,5 0 14CRMOS3

HOT ROLLED WELDED TUBES 63,5 6,3 50,9 0 ST37.2

SEAMLESS HOT ROLLED STEEL TUBES 63,5 6,3 50,9 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 63,5 6,3 50,9 0 E355

WELDED COLD DRAWN 63,5 7 49,5 0 FE 360 D

HOT ROLLED WELDED TUBES 63,5 7,1 49,3 0 S235JRH

HOT ROLLED WELDED TUBES 63,5 7,1 49,3 0 FE 37

SEAMLESS HOT ROLLED STEEL TUBES 63,5 7,1 49,3 0.

SEAMLESS HOT ROLLED STEEL TUBES 63,5 7,1 49,3 0/15CD2-05

SEAMLESS HOT ROLLED STEEL TUBES 63,5 7,1 49,3 0 E235

WELDED COLD DRAWN 63,5 8 47,5 0 FE 510D

HOT ROLLED WELDED TUBES 63,5 8 47,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 63,5 8 47,5 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 63,5 8 47,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 63,5 8,8 45,9 0/S355J2H

HOT ROLLED WELDED TUBES 63,5 10 43,5 0 S235JRH

HOT ROLLED WELDED TUBES 63,5 10 43,5 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 63,5 10 43,5 0 16MNCR53

SEAMLESS HOT ROLLED STEEL TUBES 63,5 10 43,5 0/ C30 .

SEAMLESS HOT ROLLED STEEL TUBES 63,5 10 43,5 0 C30 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 63,5 10 43,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 63,5 10 43,5 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 63,5 10 43,5 0 P355N-TC1/S355J2H/ +N = normalized
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SEAMLESS HOT ROLLED STEEL TUBES 63,5 10 43,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 63,5 12,5 38,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 63,5 12,5 38,5 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 63,5 14,2 35,1 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 63,5 14,2 35,1 0/ E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 63,5 14,2 35,1 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 63,5 16 31,5 0/12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 63,5 16 31,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 63,5 17,5 28,5 0/S355J2H .

WELDED COLD DRAWN TUBES 64 1 62 0/E220 +C=cold drawn hard

WELDED COLD DRAWN TUBES 64 2 60 0/FE 360 D .

WELDED COLD DRAWN TUBES 64 2 60 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 64 2,85 58,3 0/ST 37.2 +N = normalized

WELDED COLD DRAWN TUBES 65 2 61 0/FE 360 B +C=cold drawn hard

WELDED COLD DRAWN TUBES 65 2 61 0/P235 TR1 +C=cold drawn hard

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 65 2 61 0/E195 CR1-S3

WELDED COLD DRAWN TUBES 65 2,5 60 0/E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 65 2,5 60 0/S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 65 3,7 57,6 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 65 6,7 51,6 0/S235JRH +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 65 12 41 0/S355J2H +C=cold drawn hard

ROUND 65 0 0 0/20MnCrS5

WELDED COLD DRAWN TUBES 65,1 1,5 62,1 0. .

WELDED COLD DRAWN TUBES 66 2,5 61 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 66 3 60 0/P235 TR1 +N = normalized

WELDED COLD DRAWN TUBES 66,3 3,65 59 0/FE 37 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 66,5 8 50,5 0/20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 66,5 8 50,5 0/20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 67 55 56 0 C30

SEAMLESS HOT ROLLED STEEL TUBES 67 8 51 0/ E470

SEAMLESS HOT ROLLED STEEL TUBES 67 8 51 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 67 8,8 49,4 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 67 9,5 48 0/E470

SEAMLESS HOT ROLLED STEEL TUBES 67 10 47 0/E470HL

SEAMLESS HOT ROLLED STEEL TUBES 67 10 47 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 67 10 47 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 67 11 45 0/ E355

SEAMLESS HOT ROLLED STEEL TUBES 67 12 43 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 67 12,5 42 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 67 14,2 38,6 0/E355

SEAMLESS HOT ROLLED STEEL TUBES 67 14,2 38,6 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 67 16 35 0/E355

SEAMLESS HOT ROLLED STEEL TUBES 67 16 35 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 67 17,5 32 0/S355J2H .

WELDED COLD DRAWN TUBES 67,5 2,4 62,7 0/E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 68 1,5 65 0/ E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 68 4.5 59 0 FE 510 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 68 5 58 0/16NICRMO2

SEAMLESS COLD DRAWN TUBES 68 6,3 55,4 0/16NICRMO2

SEAMLESS COLD DRAWN TUBES 69,5 7,6 54,3 0/C43

SEAMLESS COLD DRAWN TUBES 69,75 7,72 54,31 0/C43

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 70 1,2 67,6 0/E235 CR1-S3

WELDED TUBES WITH INTERNAL WELD BEAD 70 1,4 67,2 0/FE 360 .

WELDED COLD DRAWN 70 1,5 67 0/E235 CR1-S2

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 70 1,5 67 0/E235 CR1-S3

WELDED COLD DRAWN 70 2 66 0/FE 510D

WELDED COLD DRAWN 70 2 66 0/FE 360 D

WELDED COLD DRAWN 70 2 66 0/P235 TR1

WELDED COLD DRAWN TUBES 70 2 66 0/FE 510

WELDED COLD DRAWN TUBES 70 2 66 0/C20

WELDED COLD DRAWN TUBES 70 2 66 0/C22

WELDED COLD DRAWN TUBES 70 2 66 0. .

WELDED COLD DRAWN TUBES 70 2 66 0/FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 70 2 66 0/AISI 321 MA +A = annealed

SEAMLESS COLD DRAWN TUBES 70 2 66 0/AISI 321 MA

WELDED COLD DRAWN 70 2,4 65,2 0/FE 360 B

WELDED COLD DRAWN 70 2,5 65 0 FE 510D

WELDED COLD DRAWN 70 2,7 64,6 0/E235 .

WELDED COLD DRAWN TUBES 70 2,75 64,5 0/FE 360 D +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 70 2,9 64,2 0/FE 35.2

SEAMLESS HOT ROLLED STEEL TUBES 70 2,9 64,2 0/E235

WELDED COLD DRAWN 70 3 64 0/ FE 360
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WELDED COLD DRAWN 70 3 64 0 FE 360 D .

WELDED COLD DRAWN TUBES 70 3 64 0 E235 +N = normalized

SEAMLESS COLD DRAWN TUBES 70 3,15 63,7 0/ FE 45.1 +N = normalized

WELDED COLD DRAWN 70 3,2 63,6 0 S235JRH .

WELDED COLD DRAWN TUBES 70 3,25 63,5 0/S355J2H +C=cold drawn hard

WELDED TUBES FROM COILS 70 3,25 63,5 0|FE 360

WELDED COLD DRAWN 70 3,3 63,4 0 FE 510D

WELDED COLD DRAWN 70 3,3 63,4 0 P355 TR1

WELDED COLD DRAWN TUBES 70 3,5 63 0 FE 37

WELDED COLD DRAWN 70 3,7 62,6 0 FE 360 D

WELDED COLD DRAWN 70 4 62 0 FE 360 D .

WELDED COLD DRAWN TUBES 70 4 62 0 FE 37 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 70 4 62 0 15MO8

WELDED TUBES FOR CARPENTRY 70 4 62 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 70 4 62 0 FE52.2

SEAMLESS HOT ROLLED STEEL TUBES 70 4 62 0 E355

WELDED COLD DRAWN 70 4,2 61,6 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 70 4,2 61,6 0 13CRMO44

WELDED COLD DRAWN 70 4,5 61 0 FE 510

WELDED COLD DRAWN 70 4,5 61 0 FE 510D

WELDED COLD DRAWN 70 4,5 61 0 FE 360 D .

WELDED COLD DRAWN 70 4,5 61 0 E235 CR1-81

TUBES RAW INTERNALLY CHROMED

EXTERNALLY 70 5 60 0/ E355 +SR = stress relieved

SEAMLESS TUBES FOR HEAT EXCHANGER 70 5,5 59 0C14

TUBES FOR PRESSURE PURPOSES 70 55 59 0 P235GH TC-2

SEAMLESS HOT ROLLED STEEL TUBES 70 5,6 58,8 0 FE 451

WELDED BOILER PIPES 70 5,9 58,2 0 P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 70 5,9 58,2 0 FE35.2

WELDED COLD DRAWN 70 6 58 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 70 6 58 0 10CRMO910

WELDED BOILER PIPES 70 6,3 57,4 0 P235 TR1

HOT ROLLED WELDED TUBES 70 6,3 57,4 0 S235JRH

WELDED BOILER PIPES 70 6,5 57 0 P235 TR1 .

WELDED COLD DRAWN 70 6,5 57 0/P235GH TC-1 +N = normalized

WELDED COLD DRAWN 70 7,1 55,8 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 70 7.1 55,8 0/12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 70 7,1 55,8 0/S355J2H

WELDED COLD DRAWN 70 8 54 0 FE 360 D

HOT ROLLED WELDED TUBES 70 8 54 0 FE 360

SEAMLESS HOT ROLLED STEEL TUBES 70 8 54 0 10CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 70 8 54 0 E470 .

SEAMLESS HOT ROLLED STEEL TUBES 70 8 54 0/FE 52.2 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 70 8 54 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 70 8 54 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 70 8,5 53 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 70 8,8 52,4 0 FE52.2

SEAMLESS HOT ROLLED STEEL TUBES 70 8,8 52,4 0 E355 .

SEAMLESS COLD DRAWN TUBES 70 9 52 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 70 9 52 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 70 9 52 0 E470HL

WELDED COLD DRAWN 70 10 50 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 70 10 50 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 70 10 50 0/S355J2H

WELDED COLD DRAWN 70 11 48 0 FE 360 D

HOT ROLLED WELDED TUBES 70 11 48 0 S235JRH

HOT ROLLED WELDED TUBES 70 11 48 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 70 12,5 45 0. .

SEAMLESS COLD DRAWN TUBES 70 12,5 45 0/20MNV6 +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 70 12,5 45 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 70 12,5 45 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 70 12,5 45 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 70 14,2 41,6 0 10CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 70 14,2 41,6 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 70 14,2 41,6 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 70 16 38 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 70 16 38 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 70 17,5 35 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 70 17,5 35 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 70 17,5 35 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 70 20 30 0/S355J2H +N = normalized

ROUND 70 0 0 0 C45 .

WELDED COLD DRAWN TUBES 70,5 2,75 65 0/P235 TR1 +N = normalized

WELDED COLD DRAWN TUBES 70,8 2,9 65 0 FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 70,9 1,8 67,3 0.
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WELDED COLD DRAWN TUBES 70,9 1,8 67,3 0.

WELDED COLD DRAWN TUBES 71 2 67 0 FE 360 .

WELDED COLD DRAWN TUBES 71 2 67 0/P235 TR1 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 71 5,57 59,86 0 E470 +N = normalized

SEAMLESS COLD DRAWN TUBES 71 6 59 0 E470 +N = normalized

WELDED COLD DRAWN TUBES 72 2 68 0/ E235 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 72,5 9,5 53,5 0 25MnCr6

WELDED BOILER PIPES 73 2,9 67,2 0 P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 73 3,6 65,8 0 FE 451

STEEL PIPES ASTM 73 5,16 62,68 0 FE 45.1

SEAMLESS HOT ROLLED STEEL TUBES 73 5,16 62,68 0 FE 451

SEAMLESS HOT ROLLED STEEL TUBES 73 5,16 62,68 0 A106 GR.B

SEAMLESS HOT ROLLED STEEL TUBES 73 8 57 0 16BMNCRS5

SEAMLESS HOT ROLLED STEEL TUBES 73 8 57 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 73 8 57 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 73 8 57 0 E470HL

SEAMLESS HOT ROLLED STEEL TUBES 73 8 57 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 73 10 53 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 73 10 53 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 73 11,5 50 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 73 12 49 0/C45 E EN 10297-1

SEAMLESS HOT ROLLED STEEL TUBES 73 12,5 48 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 73 13,2 46,6 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 73 14,2 44,6 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 73 15 43 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 73 16 41 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 73 17,5 38 0 FE 522

SEAMLESS HOT ROLLED STEEL TUBES 73 17,5 38 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 73 20 33 0/S355J2H .

WELDED COLD DRAWN TUBES 73,2 2 69,2 0 FE 360 B +N = normalized

SEAMLESS COLD DRAWN TUBES 73,7 1,5 70,7 0 E355 +SR = stress relieved

WELDED COLD DRAWN TUBES 75 1,65 71,7 0 C22 .

WELDED COLD DRAWN TUBES 75 4,35 66,3 0|FE 510 +N = normalized

SEAMLESS COLD DRAWN TUBES 75 4,5 66 0 E355 +N = normalized

SEAMLESS COLD DRAWN TUBES 75 5,2 64,6 0/S355J2H +C=cold drawn hard

WELDED COLD DRAWN TUBES 75,5 1,25 73 0 FE 360 D +C=cold drawn hard

WELDED TUBES FROM COILS 76 1,5 73 0 E220 CR2-S3

WELDED TUBES FROM COILS 76 1,5 73 0 E220 CR1-S3

WELDED COLD DRAWN TUBES 76 2,5 71 0 E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 76 3 70 0 E235 +N = normalized

WELDED COLD DRAWN 76 4,5 67 0 FE 360

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 76,1 1,5 73,1 0 E195 CR1-S3

WELDED COLD DRAWN 76,1 2 72,1 0 FE 360 D .

WELDED COLD DRAWN 76,1 2,3 71,5 0 FE 360 D

WELDED COLD DRAWN 76,1 2,5 71,1 0 FE 510D

WELDED COLD DRAWN 76,1 2,5 71,1 0 FE 360 D

WELDED TUBES FOR CARPENTRY 76,1 2,5 71,1 0 FE 330

WELDED COLD DRAWN 76,1 2,6 70,9 0/ P355 TR1 .

WELDED COLD DRAWN 76,1 2,7 70,7 0 E235 CR1-81

WELDED TUBES FOR CARPENTRY 76,1 3 70,1 0 S235JRH .

WELDED BOILER PIPES 76,1 3,2 69,7 0 P235 TR1

TUBES FOR PRESSURE PURPOSES 76,1 3,2 69,7 0 P235GH TC-1

TUBES FOR PRESSURE PURPOSES 76,1 3,2 69,7 0 P235GH TC-2

SEAMLESS HOT ROLLED STEEL TUBES 76,1 3.2 69,7 0 E235

SEAMLESS PIPES FOR GAS PIPELINES

GALVANIZED SCREWED AND SOCKETED 76,1 3,25 69,6 0 FE 35.1

SEAMLESS PIPES FOR GAS PIPELINES

GALVANIZED 76,1 3,25 69,6 0.

WELDED COLD DRAWN 76,1 3,3 69,5 0 E355

WELDED COLD DRAWN 76,1 3,5 69,1 0/ P355 TR1

SEAMLESS TUBES FOR HEAT EXCHANGER 76,1 3,6 68,9 0/C14

SEAMLESS TUBES FOR HEAT EXCHANGER 76,1 4 68,1 0C14

WELDED COLD DRAWN 76,1 4,5 67,1 0 FE 360 D

SEAMLESS PIPES FOR GAS PIPELINES 76,1 4,5 67,1 0 FE35.2

SEAMLESS HOT ROLLED STEEL TUBES 76,1 4,5 67,1 0 FE 45.2

SEAMLESS TUBES FOR HEAT EXCHANGER 76,1 4,5 67,1 0C14

WELDED COLD DRAWN 76,1 4,75 66,6 0 FE 42

WELDED BOILER PIPES 76,1 5 66,1 0/ P235 TR1

WELDED COLD DRAWN 76,1 5,6 64,9 0 FE 37

SEAMLESS HOT ROLLED STEEL TUBES 76,1 5,6 64,9 0/ A199T11

SEAMLESS HOT ROLLED STEEL TUBES 76,1 5,8 64,5 0 14CRMOS3

SEAMLESS HOT ROLLED STEEL TUBES 76,1 6,3 63,5 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 6,3 63,5 0 E355 +N = normalized

TUBES FOR PRESSURE PURPOSES 76,1 6,3 63,5 0 P235GH TC-1
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SEAMLESS HOT ROLLED STEEL TUBES 76,1 6,3 63,5 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 6,3 63,5 0 S355J2H +N = normalized

WELDED COLD DRAWN 76,1 6,6 62,9 0 FE 360 D .

WELDED COLD DRAWN 76,1 6,6 62,9 0 E235 CR1-81

SEAMLESS HOT ROLLED STEEL TUBES 76,1 7,1 61,9 0 FE 360

WELDED COLD DRAWN 76,1 8 60,1 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 76,1 8 60,1 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 76,1 8 60,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 8 60,1 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 8 60,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 8,8 58,5 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 8,8 58,5 0 P355N-TC1/S355J2H/ +N = normalized

HOT ROLLED WELDED TUBES 76,1 10 56,1 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 76,1 10 56,1 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 76,1 10 56,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 10 56,1 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 10 56,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 10,5 55,1 0 E470 .

SEAMLESS COLD DRAWN TUBES 76,1 11 54,1 0. +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 76,1 11 54,1 0 E470

WELDED COLD DRAWN 76,1 12 52,1 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 76,1 12,5 51,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 12,5 51,1 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 12,5 51,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 13 50,1 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 76,1 14,2 47,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 14,2 47,7 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 14,2 47,7 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 15 46,1 0/ C30

SEAMLESS HOT ROLLED STEEL TUBES 76,1 16 441 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 16 441 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 17,5 41,1 0 C15

SEAMLESS HOT ROLLED STEEL TUBES 76,1 17,5 41,1 0 E470 .

SEAMLESS HOT ROLLED STEEL TUBES 76,1 17,5 41,1 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 17,5 41,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 76,1 20 36,1 0 ST 52.3

SEAMLESS HOT ROLLED STEEL TUBES 76,1 20 36,1 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 76,1 20 36,1 0 S355J2H .

WELDED COLD DRAWN 76,2 1,64 72,92 0. +C=cold drawn hard

WELDED COLD DRAWN TUBES 76,2 1,8 72,6 0 C22 .

SEAMLESS COLD DRAWN TUBES 76,3 6 64,3 0 E355 +N = normalized

SEAMLESS COLD DRAWN TUBES 76,3 15,5 45,3 0 20MNV6 +N = normalized

WELDED COLD DRAWN TUBES 76,5 2,5 71,5 0|FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 78 3 72 0 P235 TR1 +N = normalized

WELDED COLD DRAWN TUBES 78 7,25 63,5 0. .

SEAMLESS COLD DRAWN TUBES 79,8 4,85 70,1 0/C45 E EN 10297-1 +C=cold drawn hard

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 80 1,5 77 0 E220 CR2-S3

WELDED COLD DRAWN 80 1,6 76,8 0 E235 CR1-S2

WELDED TUBES FROM COILS 80 1,6 76,8 0 E235 CR1

WELDED COLD DRAWN 80 2 76 0/ FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 80 2 76 0 P235 TR1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 80 2 76 0/ FE 360 D +N = normalized

SEAMLESS COLD DRAWN TUBES 80 2 76 0 FE 35.2 +C=cold drawn hard

WELDED TUBES FROM COILS 80 2 76 0 E220 CR2-S3

WELDED TUBES DEBEADED FROM COLD

ROLLED COILS 80 2 76 0 E220 CR2-S3

WELDED COLD DRAWN 80 2,7 74,6 0 FE 360 D

WELDED COLD DRAWN 80 3 74 0 26MN5 .

WELDED COLD DRAWN TUBES 80 3,5 73 0|E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 80 5 70 0|FE 510 +N = normalized

WELDED COLD DRAWN TUBES 80,2 2,5 75,2 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 82 6,5 69 0/C35 +N = normalized

WELDED COLD DRAWN 82,5 3 76,5 0/FE 360 D

WELDED COLD DRAWN 82,5 3.2 76,1 0 S235JRH

WELDED COLD DRAWN 82,5 3,2 76,1 0 P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 82,5 3.2 76,1 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 82,5 8 66,5 0 28MN6

SEAMLESS HOT ROLLED STEEL TUBES 82,5 8 66,5 0 25MnCr6

SEAMLESS HOT ROLLED STEEL TUBES 82,5 8 66,5 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 82,5 8 66,5 0 E470HL .

SEAMLESS HOT ROLLED STEEL TUBES 82,5 8 66,5 0 P355N-TC1/S355J2H/ +N = normalized

HOT ROLLED WELDED TUBES 82,5 10 62,5 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 82,5 10 62,5 0 E470HL

SEAMLESS HOT ROLLED STEEL TUBES 82,5 10 62,5 0 S355J2H
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SEAMLESS HOT ROLLED STEEL TUBES 82,5 10 62,5 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 82,5 10 62,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 82,5 10,5 61,5 0 25MnCr6

SEAMLESS HOT ROLLED STEEL TUBES 82,5 12 58,5 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 82,5 12,5 57,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 82,5 12,5 57,5 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 82,5 12,5 57,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 82,5 14,2 54,1 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 82,5 14,2 54,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 82,5 14,2 54,1 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 82,5 14,2 54,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 82,5 16 50,5 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 82,5 16 50,5 0 E355K2

SEAMLESS HOT ROLLED STEEL TUBES 82,5 16 50,5 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 82,5 17,5 47,5 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 82,5 17,5 47,5 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 82,5 17,5 47,5 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 82,5 20 42,5 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 82,5 20 42,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 82,5 22,2 38,1 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 82,5 22,2 38,1 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 82,5 22,2 38,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 82,5 25 32,5 0 40NICRMO7 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 82,5 25 32,5 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 82,5 25 32,5 0 S355J2H +N = normalized

WELDED COLD DRAWN TUBES 83 1,5 80 0 P235 TR1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 83 1,5 80 0 FE 360 +C=cold drawn hard

WELDED TUBES WITH INTERNAL WELD BEAD 83 1,5 80 0 S235JRH

WELDED COLD DRAWN 83 12 59 0/ FE 510D

SEAMLESS HOT ROLLED STEEL TUBES 83,5 13,5 56,5 0 41CR4 .

WELDED COLD DRAWN TUBES 84 1,5 81 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 84 1,5 81 0 FE 360 B .

WELDED COLD DRAWN TUBES 84 2 80 0 FE 360 B +C=cold drawn hard

WELDED COLD DRAWN TUBES 84 2 80 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 85 1 83 0 FE 360 B +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 85 1,5 82 0 UST 1101

SEAMLESS COLD DRAWN TUBES 85 12,5 60 0.

ROUND 85 0 0 0/C45

SEAMLESS HOT ROLLED STEEL TUBES 85,4 9,4 66,6 0 FE 510 .

WELDED COLD DRAWN TUBES 86 1,5 83 0 FE 360 B +C=cold drawn hard

WELDED COLD DRAWN TUBES 86 1,5 83 0 FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 86 2 82 0/FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 86 2,5 81 0 API 5 CT N80 +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 86 8 70 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 86 10 66 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 86 11,25 63,5 0 FE 35.1

SEAMLESS HOT ROLLED STEEL TUBES 86 15 56 0.

SEAMLESS HOT ROLLED STEEL TUBES 87 13,5 60 0 34CR4 .

WELDED COLD DRAWN TUBES 88 3 82 0 FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 88 3 82 0 E235 +N = normalized

WELDED COLD DRAWN TUBES 88 3 82 0 P235 TR1 +N = normalized

WELDED COLD DRAWN TUBES 88 4 80 0/ E355 +C=cold drawn hard

WELDED BOILER PIPES 88,9 1,8 85,3 0/ P235 TR1

WELDED BOILER PIPES 88,9 1,8 85,3 0 P235 TR1

WELDED COLD DRAWN 88,9 1,9 85,1 0 FE 52.1

WELDED BOILER PIPES 88,9 2 84,9 0 P235 TR1

WELDED COLD DRAWN 88,9 2 84,9 0 FE 360 D .

WELDED COLD DRAWN 88,9 2 84,9 0 E355 CR2

WELDED BOILER PIPES 88,9 2,1 84,7 0/ P235 TR1

WELDED COLD DRAWN 88,9 2,2 84,5 0 FE 360 B .

WELDED COLD DRAWN 88,9 2,7 83,5 0 E235 CR1-51

WELDED BOILER PIPES 88,9 2,9 83,1 0 P235 TR1 .

WELDED COLD DRAWN 88,9 3 82,9 0/ P355 TR1

WELDED COLD DRAWN 88,9 3 82,9 0 C22

WELDED TUBES FOR CARPENTRY 88,9 3 82,9 0 S235JRH

WELDED COLD DRAWN 88,9 3,2 82,5 0 FE 360 D

WELDED COLD DRAWN 88,9 3,2 82,5 0/ P355 TR1

TUBES FOR PRESSURE PURPOSES 88,9 3,2 82,5 0 P235GH TC-1

WELDED COLD DRAWN 88,9 3,3 82,3 0 FE 360 D

WELDED COLD DRAWN 88,9 3,3 82,3 0 P355 TR1 .

WELDED COLD DRAWN 88,9 3,3 82,3 0 E355 CR1-S1

WELDED COLD DRAWN 88,9 3,4 82,1 0 P355 TR1

WELDED COLD DRAWN 88,9 3,5 81,9 0/ P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 88,9 3,5 81,9 0.

SEAMLESS HOT ROLLED STEEL TUBES 88,9 3,5 81,9 0.
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WELDED BOILER PIPES 88,9 3,6 81,7 0/ P235 TR1

WELDED COLD DRAWN 88,9 3,6 81,7 0 P355 TR1

SEAMLESS PIPES FOR GAS PIPELINES 88,9 3,65 81,6 0 FE 360

WELDED BOILER PIPES 88,9 4 80,9 0 P235 TR1

WELDED COLD DRAWN TUBES 88,9 4 80,9 0 FE 510

WELDED TUBES FOR CARPENTRY 88,9 4 80,9 0/S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 88,9 4 80,9 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 88,9 4 80,9 0 S355J2H +N = normalized

WELDED COLD DRAWN 88,9 4,2 80,5 0 FE 360 D

WELDED COLD DRAWN 88,9 4,2 80,5 0 P265 TR1

WELDED COLD DRAWN 88,9 4,5 79,9 0 FE 510D

SEAMLESS HOT ROLLED STEEL TUBES 88,9 4,5 79,9 0 FE 35.2

WELDED COLD DRAWN 88,9 4,65 79,6 0/ P355 TR1

HOT ROLLED WELDED TUBES 88,9 5 78,9 0/S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 88,9 5 78,9 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 88,9 5 78,9 0/S355J2H

WELDED COLD DRAWN 88,9 5,1 78,7 0/ P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 88,9 5,49 77,92 0 A106 GR.B

SEAMLESS HOT ROLLED STEEL TUBES 88,9 5,5 77,9 0. .

SEAMLESS COLD DRAWN TUBES 88,9 55 77,9 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 6,3 76,3 0 16BMNCRS5

SEAMLESS HOT ROLLED STEEL TUBES 88,9 6,3 76,3 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 6,3 76,3 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 6,3 76,3 0 E355 +N = normalized

STEEL PIPES ASTM 88,9 6,35 76,2 0 FE 451

WELDED BOILER PIPES 88,9 6,8 75,3 0 P235 TR1

WELDED BOILER PIPES 88,9 7,1 74,7 0/ P235 TR1

WELDED COLD DRAWN 88,9 7,1 74,7 0 P235 TR1

HOT ROLLED WELDED TUBES 88,9 7,1 74,7 0 S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 88,9 7,1 74,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 88,9 7,1 74,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 88,9 7,1 74,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 88,9 7,1 74,7 0 P355N-TC1/S355J2H/ +N = normalized

WELDED BOILER PIPES 88,9 8 72,9 0 P235 TR1

WELDED COLD DRAWN 88,9 8 72,9 0/ P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 88,9 8 72,9 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 88,9 8 72,9 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 88,9 8 72,9 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 88,9 8 72,9 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 88,9 8 72,9 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 88,9 8 72,9 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 8 72,9 0 P355N-TC1/S355J2H/ +N = normalized

WELDED COLD DRAWN 88,9 8,8 71,3 0 E355

WELDED COLD DRAWN 88,9 9,5 69,9 0 E235

HOT ROLLED WELDED TUBES 88,9 9,5 69,9 0 FE 360

WELDED COLD DRAWN 88,9 10 68,9 0/S355J2H

SEAMLESS COLD DRAWN TUBES 88,9 10 68,9 0 FE 451

SEAMLESS HOT ROLLED STEEL TUBES 88,9 10 68,9 0 FE 45.2 .

SEAMLESS HOT ROLLED STEEL TUBES 88,9 10 68,9 0 P355N-TC1/S355J2H/ +N = normalized

WELDED COLD DRAWN 88,9 11 66,9 0/FE 360 D .

WELDED COLD DRAWN 88,9 11 66,9 0/ FE 360 D +A = annealed

SEAMLESS HOT ROLLED STEEL TUBES 88,9 11 66,9 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 88,9 11 66,9 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 88,9 11 66,9 0 E275

SEAMLESS HOT ROLLED STEEL TUBES 88,9 11 66,9 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 88,9 11 66,9 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 88,9 11 66,9 0 35CRMO4

SEAMLESS HOT ROLLED STEEL TUBES 88,9 12,5 63,9 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 88,9 12,5 63,9 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 13 62,9 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 88,9 13 62,9 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 88,9 13,2 62,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 88,9 14,2 60,5 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 88,9 14,2 60,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 88,9 14,2 60,5 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 88,9 14,2 60,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 88,9 15 58,9 0 FE 510D

SEAMLESS HOT ROLLED STEEL TUBES 88,9 15 58,9 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 88,9 15,09 58,72 0.

SEAMLESS HOT ROLLED STEEL TUBES 88,9 16 56,9 0|FE 360

SEAMLESS HOT ROLLED STEEL TUBES 88,9 16 56,9 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 88,9 16 56,9 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 17,5 53,9 0 16MNCR5

SEAMLESS HOT ROLLED STEEL TUBES 88,9 17,5 53,9 0 E470 .

SEAMLESS HOT ROLLED STEEL TUBES 88,9 17,5 53,9 0 P355N-TC1/S355J2H/ +N = normalized
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SEAMLESS HOT ROLLED STEEL TUBES 88,9 20 48,9 0/ E470

SEAMLESS HOT ROLLED STEEL TUBES 88,9 20 48,9 0/ E470HL

SEAMLESS HOT ROLLED STEEL TUBES 88,9 20 48,9 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 88,9 22,2 445 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 88,9 22,2 445 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 22,2 445 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 25 38,9 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 88,9 28 32,9 0/S355J2H .

WELDED COLD DRAWN TUBES 89 3,5 82 0 FE 510D +SR = stress relieved

SEAMLESS COLD DRAWN TUBES 89 3,5 82 0/20MNV6

SEAMLESS COLD DRAWN TUBES 89 4 81 0/20MNV6

WELDED COLD DRAWN 90 1,5 87 0/C22

WELDED COLD DRAWN TUBES 90 1,6 86,8 0/C22 .

WELDED COLD DRAWN TUBES 90 1,6 86,8 0 FE 42 +C=cold drawn hard

WELDED COLD DRAWN TUBES 90 2 86 0/C22 .

WELDED COLD DRAWN TUBES 90 3 84 0|FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 90 4 82 0 FE 510D +SR = stress relieved

WELDED COLD DRAWN TUBES 90 4.5 81 0 FE 510 +C=cold drawn hard

WELDED COLD DRAWN 90 6,7 76,6 0/FE 510 .

SEAMLESS HOT ROLLED STEEL TUBES 90 7,5 75 0/ST 52.3 +SR = stress relieved

SEAMLESS HOT ROLLED STEEL TUBES 90 8 74 0. .

SEAMLESS COLD DRAWN TUBES 90 12,5 65 0/FE 510 +N = normalized

WELDED COLD DRAWN TUBES 90,4 5,2 80 0/ST 52.3 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 90,5 5 80,5 0/FE 35.1 .

WELDED COLD DRAWN TUBES 91,5 5 81,5 0/FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 91,5 5 81,5 0/E235 +C=cold drawn hard

WELDED COLD DRAWN 95 2 91 0/FE 360 D .

WELDED COLD DRAWN TUBES 95 2,5 90 0/FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 95 7,5 80 0.

SEAMLESS HOT ROLLED STEEL TUBES 95 8 79 0/FE 510

SEAMLESS HOT ROLLED STEEL TUBES 95 8 79 0/E355 .

SEAMLESS HOT ROLLED STEEL TUBES 95 8 79 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 10 75 0/E235

SEAMLESS HOT ROLLED STEEL TUBES 95 10 75 0/E235

SEAMLESS HOT ROLLED STEEL TUBES 95 10 75 0/ E470HL

SEAMLESS HOT ROLLED STEEL TUBES 95 10 75 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 95 10 75 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 10 75 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 10,5 74 0/E470HL

SEAMLESS HOT ROLLED STEEL TUBES 95 12,5 70 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 95 12,5 70 0/ E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 12,5 70 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 14,2 66,6 0/ E355

SEAMLESS HOT ROLLED STEEL TUBES 95 14,2 66,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 95 14,2 66,6 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 14,2 66,6 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 16 63 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 95 17,5 60 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 95 17,5 60 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 20 55 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 95 20 55 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 20 55 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 22,2 50,6 0/ E355

SEAMLESS HOT ROLLED STEEL TUBES 95 22,2 50,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 95 22,2 50,6 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 95 25 45 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 95 28 39 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 95 28 39 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS COLD DRAWN TUBES 98 3 92 0/35CRMO4 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 98 22 54 0/S355J2H .

WELDED COLD DRAWN TUBES 98,5 1 96,5 0/ E220 +C=cold drawn hard

WELDED COLD DRAWN TUBES 100 1,5 97 0/FE 360 B +N = normalized

WELDED COLD DRAWN TUBES 100 2 96 0|FE 360

SEAMLESS COLD DRAWN TUBES 100 2 96 0/P235GH TC-2

WELDED COLD DRAWN TUBES 100 2,5 95 0|FE 360

WELDED COLD DRAWN TUBES 100 3 94 0. .

WELDED COLD DRAWN TUBES 100 3 94 0 FE 510D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 100 3 94 0/FE 510 .

WELDED COLD DRAWN TUBES 100 5 90 0/ E355 +N = normalized

WELDED COLD DRAWN TUBES 100 6 88 0/FE 510 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 100 8 84 0. +N = normalized

SEAMLESS COLD DRAWN TUBES 100 8 84 0/FE 510 +N = normalized

SEAMLESS COLD DRAWN TUBES 100 8,5 83 0. +N = normalized

SEAMLESS COLD DRAWN TUBES 100 12,5 75 0. +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 26 48 0/FE 510
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WELDED COLD DRAWN TUBES 101 3 95 0/FE 510D +N = normalized

WELDED COLD DRAWN TUBES 101 3,5 94 0 ST 52.3 +SR = stress relieved

WELDED COLD DRAWN TUBES 101 3,5 94 0/ST 52.3 +SR = stress relieved

WELDED COLD DRAWN TUBES 101 4 93 0 ST37.2

SEAMLESS COLD DRAWN TUBES 101 6 89 0/20MNV6 .

SEAMLESS COLD DRAWN TUBES 101 8 85 0 FE 510 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 101 11 79 0/FE 35.2

WELDED COLD DRAWN 101,6 2 97,6 0 S235JRH

WELDED COLD DRAWN 101,6 2,3 97 0 FE 360

WELDED COLD DRAWN 101,6 2,3 97 0 P235 TR1

WELDED COLD DRAWN 101,6 2,5 96,6 0 ST 52.3

WELDED COLD DRAWN 101,6 2,5 96,6 0/C22

WELDED COLD DRAWN 101,6 2,7 96,2 0 FE 510D .

WELDED COLD DRAWN 101,6 2,7 96,2 0 E235 CR1-81

WELDED TUBES FOR CARPENTRY 101,6 3 95,6 0/S235JRH .

WELDED BOILER PIPES 101,6 3,2 95,2 0 P235 TR1

WELDED COLD DRAWN 101,6 3,3 95 0 FE 360 D

WELDED COLD DRAWN TUBES 101,6 3,39 94,82 0 ST 52.3

WELDED TUBES FOR CARPENTRY 101,6 3,6 94,4 0 S235JRH

WELDED COLD DRAWN 101,6 4 93,6 0/FE 360 D

WELDED COLD DRAWN 101,6 4 93,6 0/C20

WELDED BOILER PIPES 101,6 4.1 93,4 0 P235 TR1

WELDED COLD DRAWN 101,6 4,2 93,2 0/ P355 TR1

WELDED COLD DRAWN 101,6 4,5 92,6 0 P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 101,6 4,5 92,6 0 E355 .

WELDED COLD DRAWN TUBES 101,6 5 91,6 0 FE 510 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 101,6 5 91,6 0 E235

WELDED COLD DRAWN 101,6 5,1 91,4 0 P355 TR1 .

WELDED COLD DRAWN 101,6 5,5 90,6 0 E235 CR1-51

SEAMLESS HOT ROLLED STEEL TUBES 101,6 6 89,6 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 101,6 6,3 89 0/C45 E EN 10297-1 .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 6,3 89 0 S355J2H +N = normalized

WELDED COLD DRAWN 101,6 6,4 88,8 0/ P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 101,6 6,5 88,6 0 E235

WELDED COLD DRAWN 101,6 6,6 88,4 0/ P355 TR1

WELDED COLD DRAWN 101,6 6,6 88,4 0 FE 360 D

WELDED COLD DRAWN 101,6 6,7 88,2 0/ P355 TR1

WELDED COLD DRAWN 101,6 7 87,6 0 FE 360 D

SEAMLESS HOT ROLLED STEEL TUBES 101,6 7,8 86 0/API X 60

SEAMLESS HOT ROLLED STEEL TUBES 101,6 8 85,6 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 101,6 8 85,6 0|E470HL

SEAMLESS HOT ROLLED STEEL TUBES 101,6 8 85,6 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 8 85,6 0 #N/D +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 8 85,6 0 S355NH +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 8 85,6 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 10 81,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 11 79,6 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 101,6 11 79,6 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 101,6 12,5 76,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 12,5 76,6 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 12,5 76,6 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 14,2 73,2 0 E470HL

SEAMLESS HOT ROLLED STEEL TUBES 101,6 14,2 73,2 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 14,2 73,2 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 16 69,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 16 69,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 17,5 66,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 17,5 66,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 18 65,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 18 65,6 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 18 65,6 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 20 61,6 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 20 61,6 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 22,2 57,2 0 E470 .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 22,2 57,2 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 25 51,6 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 25 51,6 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 25 51,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 28 45,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 101,6 28 45,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 101,6 30 41,6 0/S355J2H

WELDED COLD DRAWN TUBES 102 2 98 0 ST 37.2 .

WELDED COLD DRAWN TUBES 102 4 94 0/FE 510D +SR = stress relieved

WELDED COLD DRAWN TUBES 103 1,5 100 0 FE 360 +C=cold drawn hard

WELDED COLD DRAWN TUBES 103 1,5 100 0 FE 360 D +C=cold drawn hard
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SEAMLESS HOT ROLLED STEEL TUBES 103 20 63 0/ST 52.3

WELDED COLD DRAWN TUBES 104 2,25 99,5 0.

SEAMLESS COLD DRAWN TUBES 104 5 94 0/FE 52.2

SEAMLESS COLD DRAWN TUBES 105 7 91 0. .

SEAMLESS COLD DRAWN TUBES 105,2 2,06 101,08 0 FE 37 +N = normalized

WELDED COLD DRAWN TUBES 105,2 2,6 100 0 S235JRH +N = normalized

WELDED COLD DRAWN TUBES 105,2 2,6 100 0/ FE 360 D +N = normalized

WELDED COLD DRAWN TUBES 105,2 2,6 100 0 E235 +N = normalized

WELDED COLD DRAWN TUBES 107 3,5 100 0 ST 52.3

WELDED BOILER PIPES 108 2 104 0 P235 TR1

WELDED COLD DRAWN 108 2 104 0 FE 360 B

WELDED COLD DRAWN 108 2 104 0 FE 360 D

WELDED COLD DRAWN 108 2,7 102,6 0 FE 360 D

WELDED COLD DRAWN 108 2,9 102,2 0 FE 360 D .

WELDED COLD DRAWN 108 2,9 102,2 0/P235 TR1 +N = normalized

WELDED COLD DRAWN 108 3 102 0 S235JRH

WELDED TUBES FOR CARPENTRY 108 3 102 0 S235JRH

WELDED COLD DRAWN 108 3,2 101,6 0 FE 360 D

WELDED BOILER PIPES 108 3,3 101,4 0/ P235 TR1

WELDED COLD DRAWN 108 3,5 101 0 FE 360 D

WELDED TUBES WITH INTERNAL WELD BEAD 108 3,5 101 0|FE 360

WELDED COLD DRAWN 108 3,6 100,8 0 FE 37

WELDED COLD DRAWN 108 3,6 100,8 0/C20

SEAMLESS HOT ROLLED STEEL TUBES 108 3,6 100,8 0 FE 37

WELDED BOILER PIPES 108 4 100 0/ P235 TR1

WELDED COLD DRAWN 108 4 100 0 P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 108 4 100 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 108 4 100 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 108 4 100 0/S355J2H

WELDED COLD DRAWN 108 4,5 99 0 FE 510D

WELDED COLD DRAWN 108 5 98 0 FE 37

WELDED COLD DRAWN 108 5 98 0 P355 TR1

WELDED COLD DRAWN 108 5 98 0 SAE 1008

WELDED COLD DRAWN 108 5 98 0/S355J2H

WELDED COLD DRAWN 108 5.2 97,6 0 FE 510

WELDED COLD DRAWN 108 7,1 93,8 0 P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 108 8 92 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 108 8 92 0 S355J2H +N = normalized

WELDED COLD DRAWN 108 8,5 91 0 FE 510

WELDED COLD DRAWN TUBES 108 8,75 90,5 0 ST 52.3 .

SEAMLESS COLD DRAWN TUBES 108 8,75 90,5 0/GOST 20 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 108 8,8 90,4 0.

WELDED COLD DRAWN 108 10 88 0/ P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 108 10 88 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 108 10 88 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 108 10 88 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 12,5 83 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 14,2 79,6 0/C15

SEAMLESS HOT ROLLED STEEL TUBES 108 14,2 79,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 108 14,2 79,6 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 16 76 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 108 17,5 73 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 108 17,5 73 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 108 20 68 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 22,2 63,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 108 22,2 63,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 25 58 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 108 25 58 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 25 58 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 25 58 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 28 52 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 108 28 52 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 108 30 48 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 108 30 48 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 108 32 44 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 108 32 44 0 S355J2H .

WELDED COLD DRAWN TUBES 110 1,5 107 0/ FE 360 B +C=cold drawn hard

WELDED COLD DRAWN TUBES 110 1,5 107 0 FE 360 +N = normalized

WELDED COLD DRAWN 110 3,5 103 0 S235JRH .

WELDED COLD DRAWN TUBES 110 4 102 0 E235 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 110 5 100 0 E355 +N = normalized

WELDED COLD DRAWN TUBES 110 5,25 99,5 0 FE 360 D +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 110 5,5 99 0. .

WELDED COLD DRAWN TUBES 110 6 98 0 FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 110 6 98 0/P355 TR1 +C=cold drawn hard
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SEAMLESS COLD DRAWN TUBES 110 7,5 95 0/ST 52.3 +SR = stress relieved

WELDED COLD DRAWN TUBES 110 7,8 94,4 0 ST 52.3 +LC=cold drawn soft

SEAMLESS COLD DRAWN TUBES 110 8 94 0|FE 510 +N = normalized

SEAMLESS COLD DRAWN TUBES 110 13,5 83 0 FE 510 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 111,6 10 91,6 0/C45 E EN 10297-1

WELDED COLD DRAWN TUBES 112 5,25 101,5 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 112 5,25 101,5 0/ FE 360 D +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 113,7 11 91,7 0.

WELDED BOILER PIPES 1143 2,1 110,1 0/ P235 TR1 .

WELDED COLD DRAWN 114,3 2,1 110,1 0 E235 CR1-81

WELDED COLD DRAWN 1143 2,7 108,9 0 E235 CR1-51

WELDED COLD DRAWN 114,3 3 108,3 0/ FE 360 B

WELDED COLD DRAWN 1143 3.2 107,9 0 FE 360 D .

WELDED COLD DRAWN 114,3 3,3 107,7 0 E235 CR1-81

WELDED COLD DRAWN 1143 3,6 107,1 0 E235 CR1-51

WELDED BOILER PIPES 114,3 3,7 106,9 0 P235 TR1 .

WELDED COLD DRAWN 1143 3,7 106,9 0 E355 CR1-51

WELDED BOILER PIPES 114,3 4 106,3 0 P235 TR1

WELDED COLD DRAWN 1143 4 106,3 0/ P235 TR1

WELDED COLD DRAWN 114,3 4 106,3 0 P355 TR1 .

WELDED COLD DRAWN 1143 4 106,3 0/P355 TR1 +A = annealed

TUBES FOR PRESSURE PURPOSES 114,3 4 106,3 0 P235GH TC-1

SEAMLESS PIPES FOR GAS PIPELINES

GALVANIZED SCREWED AND SOCKETED 114,3 4,05 106,2 0 FE 35.1

WELDED BOILER PIPES 1143 4,2 105,9 0/ P235 TR1

WELDED COLD DRAWN 114,3 4,5 105,3 0.

WELDED COLD DRAWN 1143 4,5 105,3 0 ST 52.3

WELDED COLD DRAWN 114,3 4,5 105,3 0/FE 33

SEAMLESS PIPES FOR GAS PIPELINES 1143 4,5 105,3 0.

WELDED COLD DRAWN 114,3 4,6 105,1 0 E275

WELDED COLD DRAWN 1143 4,6 105,1 0/ P355 TR1

WELDED COLD DRAWN 114,3 5 104,3 0 FE 510D

WELDED BOILER PIPES 1143 55 103,3 0/ P235 TR1

WELDED COLD DRAWN 114,3 6,3 101,7 0 P355 TR1

WELDED TUBES WITH INTERNAL WELD BEAD 1143 6,3 101,7 0/S355J2H .

WELDED COLD DRAWN 114,3 6,6 101,1 0 E355 CR1-81

WELDED COLD DRAWN 1143 7,1 100,1 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 114,3 7,1 100,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 1143 7.1 100,1 0/S355J2H +N = normalized

WELDED COLD DRAWN 114,3 7,5 99,3 0 P355 TR1

WELDED TUBES WITH INTERNAL WELD BEAD 1143 7,5 99,3 0/P355 TR1

WELDED COLD DRAWN 114,3 7,8 98,7 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 1143 8 98,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 114,3 8 98,3 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 1143 8 98,3 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 114,3 8,3 97,7 0 42CRMO4

WELDED COLD DRAWN 1143 8,5 97,3 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 114,3 8,5 97,3 0. .

SEAMLESS COLD DRAWN TUBES 1143 8,56 97,18 0|AISI 304 (INOX) +A = annealed

WELDED COLD DRAWN 114,3 8,8 96,7 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 1143 8,8 96,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 114,3 10 94,3 0 FE 510D

TUBES FOR PRESSURE PURPOSES 1143 10 94,3 0 P235GH TC-1

SEAMLESS HOT ROLLED STEEL TUBES 114,3 10 94,3 0 E235

SEAMLESS HOT ROLLED STEEL TUBES 1143 10 94,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 114,3 10 94,3 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 1143 10 94,3 0/S355J2H +N = normalized

SEAMLESS COLD DRAWN TUBES 114,3 11 92,3 0 S355J2H +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 1143 11 92,3 0/ E470

SEAMLESS HOT ROLLED STEEL TUBES 114,3 11 92,3 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 1143 12,5 89,3 0 ST 52.3

SEAMLESS HOT ROLLED STEEL TUBES 114,3 12,5 89,3 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 1143 12,5 89,3 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 114,3 13,49 87,32 0 28Cr4

SEAMLESS HOT ROLLED STEEL TUBES 1143 14,2 85,9 0 FE35.2

SEAMLESS HOT ROLLED STEEL TUBES 114,3 14,2 85,9 0 FE 45.1

SEAMLESS HOT ROLLED STEEL TUBES 1143 14,2 85,9 0 E470HL

SEAMLESS HOT ROLLED STEEL TUBES 114,3 14,2 85,9 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 1143 14,2 85,9 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 114,3 16 82,3 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 1143 16 82,3 0/S275NLH +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 114,3 17,5 79,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 1143 20 74,3 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 114,3 22,2 69,9 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 1143 22,2 69,9 0 S355J2H
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SEAMLESS HOT ROLLED STEEL TUBES 1143 25 64,3 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 114,3 25 64,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 114,3 28 58,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 114,3 30 54,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 1143 30 54,3 0 E355HL

SEAMLESS HOT ROLLED STEEL TUBES 114,3 30 54,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 1143 32 50,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 114,3 36 42,3 0/S355J2H .

SEAMLESS COLD DRAWN TUBES 115 2,5 110 0/API 5 CT N80 +SR = stress relieved

WELDED COLD DRAWN 115 3,2 108,6 0 26MN5 .

WELDED COLD DRAWN TUBES 115 4,5 106 0 E235 +A = annealed

WELDED COLD DRAWN TUBES 116 2 112 0 FE 360 +LC=cold drawn soft

WELDED COLD DRAWN TUBES 117 4,8 107,4 0.

WELDED COLD DRAWN TUBES 117,48 4,77 107,94 0 ST 52.3

SEAMLESS HOT ROLLED STEEL TUBES 118 15 88 0.

WELDED COLD DRAWN TUBES 120 2,1 115,8 0|FE 360

WELDED COLD DRAWN TUBES 120 3 114 0 ST 52.3

WELDED COLD DRAWN TUBES 120 4 112 0. .

SEAMLESS COLD DRAWN TUBES 120 5,5 109 0|FE 510 +N = normalized

SEAMLESS COLD DRAWN TUBES 120 9,5 101 0 FE 510 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 120 18,5 83 0. .

SEAMLESS COLD DRAWN TUBES 120,3 10,35 99,6 0 9MNNIBAL +C=cold drawn hard

WELDED COLD DRAWN 121 2,7 115,6 0/ P235 TR1

WELDED COLD DRAWN 121 8 105 0 FE 510D .

WELDED COLD DRAWN 121 8 105 0/FE 510D +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 8 105 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 10 101 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 121 10 101 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 10 101 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 12,5 96 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 121 12,5 96 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 14,2 92,6 0.

SEAMLESS HOT ROLLED STEEL TUBES 121 14,2 92,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 121 14,2 92,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 16 89 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 121 16 89 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 17,5 86 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 121 17,5 86 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 121 17,5 86 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 17,5 86 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 18,3 84,4 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 121 20 81 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 121 20 81 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 22,2 76,6 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 121 25 71 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 121 25 71 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 28 65 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 121 30 61 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 121 35 51 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 121 36 49 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 121 40 41 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 121 40 41 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 121 30 61,6 0 S355J2H

WELDED COLD DRAWN TUBES 122 3 116 0 30CRMO4 .

SEAMLESS COLD DRAWN TUBES 123 3 117 0 E355 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 126 2,5 121 0 P235GH TC-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 126,3 13,5 99,3 0. .

WELDED COLD DRAWN TUBES 127 1,65 123,7 0 FE 360 D +N = normalized

WELDED BOILER PIPES 127 2,1 122,8 0/ P235 TR1

WELDED COLD DRAWN 127 2,2 122,6 0 FE 360 B

WELDED BOILER PIPES 127 2,7 121,6 0/ P235 TR1

WELDED COLD DRAWN 127 3,2 120,6 0/ FE 360 D

WELDED BOILER PIPES 127 3,3 120,4 0/ P235 TR1 .

WELDED COLD DRAWN 127 3,3 120,4 0 E235 CR1-81

WELDED BOILER PIPES 127 4 119 0/ P235 TR1 .

WELDED COLD DRAWN 127 4 119 0 E355 CR1-81

SEAMLESS HOT ROLLED STEEL TUBES 127 4,5 118 0 35CRMO4

WELDED COLD DRAWN 127 4,9 117,2 0 FE 360 B

WELDED COLD DRAWN 127 5.2 116,6 0/S355J2H .

WELDED COLD DRAWN 127 5,2 116,6 0 E355 CR1-81

WELDED COLD DRAWN 127 5,6 115,8 0 FE 510D

WELDED BOILER PIPES 127 6,7 113,6 0 P235 TR1 .

SEAMLESS HOT ROLLED STEEL TUBES 127 7,5 112 0 E355 +N = normalized

WELDED COLD DRAWN 127 7,6 111,8 0 P355 TR1 .

WELDED COLD DRAWN 127 7,8 111,4 0 E355 CR1-S1
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SEAMLESS HOT ROLLED STEEL TUBES 127 8 111 0 30CRMO4 .

SEAMLESS COLD DRAWN TUBES 127 8 111 0 FE 510 +LC=cold drawn soft

SEAMLESS HOT ROLLED STEEL TUBES 127 8 111 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 127 8 111 0 P355N-TC1/S355J2H/ +N = normalized

WELDED COLD DRAWN 127 8,4 110,2 0 FE 360 D

WELDED COLD DRAWN 127 8,5 110 0 FE 510

WELDED COLD DRAWN 127 9,3 108,4 0 FE 510 .

WELDED COLD DRAWN 127 9,3 108,4 0 FE 510 +N = normalized

WELDED COLD DRAWN TUBES 127 9,5 108 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 127 10 107 0.

SEAMLESS HOT ROLLED STEEL TUBES 127 10 107 0 FE35.2

SEAMLESS HOT ROLLED STEEL TUBES 127 10 107 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 127 10 107 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 127 10 107 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 127 11 105 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 127 12,5 102 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 127 12,5 102 0/42CRMO4 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 127 12,5 102 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 127 14,2 98,6 0 SAE 1008

SEAMLESS HOT ROLLED STEEL TUBES 127 14,2 98,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 127 14,2 98,6 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 127 16 95 0.

SEAMLESS HOT ROLLED STEEL TUBES 127 16 95 0C18

SEAMLESS HOT ROLLED STEEL TUBES 127 16 95 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 127 16 95 0 E470HL

SEAMLESS HOT ROLLED STEEL TUBES 127 16 95 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 127 17,5 92 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 127 20 87 0 FE52.2

SEAMLESS HOT ROLLED STEEL TUBES 127 20 87 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 127 20 87 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 127 22,2 82,6 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 127 22,2 82,6 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 127 22,2 82,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 127 25 77 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 127 28 71 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 127 28 71 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 127 28 71 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 127 28 71 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 127 30 67 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 127 32 63 0/C35

SEAMLESS HOT ROLLED STEEL TUBES 127 35 57 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 127 40 47 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 127 40 47 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 127 45 37 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 127 45 37 0 S355J2H .

SEAMLESS COLD DRAWN TUBES 127,5 10 107,5 0 FE 510 +N = normalized

WELDED COLD DRAWN TUBES 130 2 126 0/ FE 360 B +C=cold drawn hard

WELDED COLD DRAWN TUBES 130 2 126 0 P235 TR1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 130 4,5 121 0 E235 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 130 25 80 0 FE 45.1 .

WELDED COLD DRAWN TUBES 131 2,25 126,5 0/P355 TR1 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 133 2,1 128,8 0.

WELDED COLD DRAWN 133 2,7 127,6 0 FE 360 D

WELDED COLD DRAWN 133 3,7 125,6 0/ FE 360 B

WELDED BOILER PIPES 133 3,8 125,4 0/ P235 TR1

WELDED COLD DRAWN 133 4 125 0 P355 TR1

SEAMLESS BOILER PIPES 133 4 125 0 FE 37

SEAMLESS HOT ROLLED STEEL TUBES 133 4 125 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 133 4 125 0 E355 .

SEAMLESS COLD DRAWN TUBES 133 4,05 124,9 0 P235GH TC-1 +N = normalized

TUBES FOR PRESSURE PURPOSES 133 4,05 124,9 0 P235GH TC-1

WELDED BOILER PIPES 133 4,6 123,8 0 P235 TR1

WELDED COLD DRAWN 133 52 122,6 0/ P355 TR1 .

SEAMLESS HOT ROLLED STEEL TUBES 133 8 117 0 P355N-TC1/S355J2H/ +N = normalized

WELDED COLD DRAWN 133 9,5 114 0 FE 510

WELDED COLD DRAWN 133 9,7 113,6 0 FE 37

SEAMLESS HOT ROLLED STEEL TUBES 133 10 113 0.

SEAMLESS HOT ROLLED STEEL TUBES 133 10 113 0 ST 52.3

SEAMLESS HOT ROLLED STEEL TUBES 133 10 113 0 GOST 20

SEAMLESS HOT ROLLED STEEL TUBES 133 10 113 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 133 10 113 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 133 12,5 108 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 133 14,2 104,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 133 14,2 104,6 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 133 16 101 0 FE 510
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SEAMLESS HOT ROLLED STEEL TUBES 133 16 101 0 .C10

SEAMLESS HOT ROLLED STEEL TUBES 133 16 101 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 133 16 101 0.

SEAMLESS HOT ROLLED STEEL TUBES 133 16 101 0 FE 35.1

SEAMLESS HOT ROLLED STEEL TUBES 133 16 101 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 133 16 101 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 133 17,5 98 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 133 17,5 98 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 133 17,5 98 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 133 20 93 0|FE 510

SEAMLESS HOT ROLLED STEEL TUBES 133 20 93 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 133 20 93 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 133 20 93 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 133 22,2 88,6 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 133 22,2 88,6 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 133 25 83 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 133 28 77 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 133 30 73 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 133 36 61 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 133 40 53 0|FE 510

SEAMLESS HOT ROLLED STEEL TUBES 133 40 53 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 133 45 43 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 133 45 43 0 S355J2H .

SEAMLESS COLD DRAWN TUBES 135 2,5 130 0 E235 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 135 7,5 120 0 FE 35.1 .

WELDED COLD DRAWN TUBES 135 10,4 114,2 0 FE 510 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 138 12 114 0 16MNCR5

WELDED COLD DRAWN 139,7 2,7 134,3 0/FE 360 D

WELDED TUBES FOR CARPENTRY 139,7 2,7 134,3 0 S235JRH

WELDED COLD DRAWN 139,7 2,8 134,1 0|FE 360

WELDED COLD DRAWN 139,7 3.2 133,3 0 FE 360 D

WELDED COLD DRAWN 139,7 3,2 133,3 0/P355 TR1

WELDED COLD DRAWN 139,7 3.2 133,3 0/S355J2H

WELDED BOILER PIPES 139,7 3,4 132,9 0 P235 TR1

SEAMLESS COLD DRAWN TUBES 139,7 3,6 132,5 0 35CRMO4

WELDED COLD DRAWN 139,7 3,7 132,3 0 P355 TR1

WELDED BOILER PIPES 139,7 4 131,7 0/ P235 TR1

SEAMLESS TUBES FOR HEAT EXCHANGER 139,7 4 131,7 0 C14

TUBES FOR PRESSURE PURPOSES 139,7 4,05 131,6 0 P235GH TC-1

WELDED COLD DRAWN 139,7 5,4 128,9 0 P355 TR1

WELDED BOILER PIPES 139,7 6,3 127,1 0/ P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 139,7 6,3 127,1 0 C30 .

WELDED COLD DRAWN 139,7 7,6 124,5 0 E355 CR1-51

SEAMLESS HOT ROLLED STEEL TUBES 139,7 8 123,7 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 8 123,7 0 P355N-TC1/S355J2H/ +N = normalized

WELDED COLD DRAWN 139,7 10 119,7 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 139,7 10 119,7 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 139,7 10 119,7 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 10 119,7 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 10 119,7 0 S355NH +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 11 117,7 0 MECAVAL 147M

SEAMLESS HOT ROLLED STEEL TUBES 139,7 12,5 114,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 139,7 12,5 114,7 0 E355 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 14,2 111,3 0 FE 522

SEAMLESS HOT ROLLED STEEL TUBES 139,7 14,2 111,3 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 139,7 14,2 111,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 16 107,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 139,7 17,5 104,7 0 20CRMO4

SEAMLESS HOT ROLLED STEEL TUBES 139,7 17,5 104,7 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 139,7 20 99,7 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 139,7 20 99,7 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 21 97,7 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 139,7 22,2 95,3 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 139,7 25 89,7 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 139,7 25 89,7 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 139,7 28 83,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 139,7 28 83,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 139,7 28 83,7 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 30 79,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 139,7 30 79,7 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 139,7 32 75,7 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 139,7 36 67,7 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 139,7 40 59,7 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 139,7 45 49,7 0 S355J2H .

WELDED COLD DRAWN TUBES 140 2 136 0/P235 TR1 +C=cold drawn hard
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WELDED COLD DRAWN TUBES 140 2,5 135 0/FE 360 D +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 140 2,5 135 0 FE 37 +C=cold drawn hard

SEAMLESS COLD DRAWN TUBES 140 4.1 131,8 0/35CRMO4 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 141,3 12,5 116,3 0 FE52.2

SEAMLESS HOT ROLLED STEEL TUBES 141,3 12,5 116,3 0 FE 510D

SEAMLESS PIPES API5L 141,3 15,88 109,54 0 FE 45.1

STEEL PIPES ASTM 141,3 19,05 103,2 0 FE 451

SEAMLESS HOT ROLLED STEEL TUBES 141,3 19,5 102,3 0 A199 GR T2

SEAMLESS HOT ROLLED STEEL TUBES 142,8 16 110,8 0 20MNV6 .

SEAMLESS COLD DRAWN TUBES 143 3,25 136,5 0 E235 +LC=cold drawn soft

SEAMLESS COLD DRAWN TUBES 143 3,25 136,5 0 E235 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 6,3 133,4 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 8 130 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 146 10 126 0 FE52.2

SEAMLESS HOT ROLLED STEEL TUBES 146 10 126 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 146 10 126 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 12,5 121 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 146 12,5 121 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 12,5 121 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 14,2 117,6 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 146 14,2 117,6 0 FE52.2

SEAMLESS HOT ROLLED STEEL TUBES 146 14,2 117,6 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 146 14,2 117,6 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 146 14,2 117,6 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 16 114 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 146 16 114 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 146 16 114 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 17,5 111 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 20 106 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 146 20 106 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 22,2 101,6 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 146 22,2 101,6 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 146 25 96 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 146 25 96 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 146 25 96 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 30 86 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 146 30 86 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 30 86 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 35 76 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 146 40 66 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 146 45 56 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 146 45 56 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 146 50 46 0 FE 510 .

WELDED COLD DRAWN TUBES 147,7 3,85 140 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 148 4 140 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 148 4 140 0 P235 TR1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 148 4 140 0/ FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 148 4 140 0 P235 TR1 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 148 7,1 133,8 0 FE 35.1

SEAMLESS HOT ROLLED STEEL TUBES 148 9 130 0 FE 35.1 .

WELDED COLD DRAWN TUBES 149,8 6,7 136,4 0|ST 52.3 +LC=cold drawn soft

WELDED COLD DRAWN TUBES 150 4 142 0 E355 +C=cold drawn hard

WELDED COLD DRAWN TUBES 150 5 140 0/ FE 360 D +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 151 11,3 128,4 0.

WELDED COLD DRAWN TUBES 152 3 146 0 FE 360

WELDED COLD DRAWN 152,4 2,8 146,8 0/ FE 360 B

WELDED COLD DRAWN 152,4 3 146,4 0 FE 360 B

WELDED TUBES FOR CARPENTRY 152,4 3 146,4 0/S235JRH

SEAMLESS HOT ROLLED STEEL TUBES 152,4 4,5 143,4 0 25CRMO4

TUBES FOR PRESSURE PURPOSES 152,4 4,5 143,4 0 P235GH TC-1

WELDED COLD DRAWN 152,4 5,85 140,7 0/ P355 TR1 .

WELDED COLD DRAWN 152,4 5,9 140,6 0 E355 CR1-S1

WELDED COLD DRAWN 152,4 6,6 139,2 0/ FE 510D .

WELDED COLD DRAWN 152,4 8 136,4 0 FE 510D

WELDED COLD DRAWN 152,4 8 136,4 0/ FE 510D

SEAMLESS HOT ROLLED STEEL TUBES 152,4 8 136,4 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 152,4 8 136,4 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 8 136,4 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 8 136,4 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 8 136,4 0/S355J2H

WELDED COLD DRAWN 152,4 8,3 135,8 0 S355J2H

WELDED COLD DRAWN 152,4 10 132,4 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 152,4 10 132,4 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 152,4 10 132,4 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 10 132,4 0 P355N-TC1/S355J2H/ +N = normalized

35/49



@LE generakubis-‘u —

Material available in our warehouses unless subject to prior sale
For any article not available please contact us for the supply times

Article description Externald |Thickness Internal @ Shorter Steel Grade Heat treatment
longer side side

SEAMLESS HOT ROLLED STEEL TUBES 152,4 12,5 127,4 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 12,5 127,4 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 14,2 124 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 152,4 14,2 124 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 14,2 124 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 16 120,4 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 16 120,4 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 17,5 117,4 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 20 112,4 0.

SEAMLESS HOT ROLLED STEEL TUBES 152,4 20 112,4 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 152,4 20 112,4 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 152,4 22,2 108 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 22,2 108 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 25 102,4 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 152,4 25 102,4 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 152,4 25 102,4 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 152,4 28 96,4 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 28 96,4 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 30 92,4 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 30 92,4 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 35 82,4 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 152,4 36 80,4 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 152,4 40 72,4 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 152,4 40 72,4 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 152,4 45 62,4 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 152,4 45 62,4 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 152,4 50 52,4 0 E355 .

SEAMLESS COLD DRAWN TUBES 153 7 139 0 E355 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 155 20 115 0. .

WELDED COLD DRAWN TUBES 156 3 150 0 FE 360 D +C=cold drawn hard

WELDED COLD DRAWN TUBES 158 4 150 0 E235 +SR = stress relieved

WELDED COLD DRAWN 159 2,3 154,4 0 ST37.2 +A = annealed

WELDED COLD DRAWN 159 2,7 153,6 0 FE 360

WELDED COLD DRAWN 159 2,7 153,6 0/ FE 360 B

WELDED COLD DRAWN 159 2,9 153,2 0/ P235 TR1

WELDED COLD DRAWN 159 3,2 152,6 0/FE 360 D

WELDED BOILER PIPES 159 4 151 0/ P235 TR1

WELDED COLD DRAWN 159 4 151 0 FE 360 B

SEAMLESS HOT ROLLED STEEL TUBES 159 4 151 0 E235

WELDED COLD DRAWN 159 4.1 150,8 0/S235JRH

WELDED COLD DRAWN 159 4.1 150,8 0/ P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 159 4,5 150 0 E235 .

WELDED COLD DRAWN 159 5.2 148,6 0 E235 CR1-S1

WELDED COLD DRAWN 159 5,3 148,4 0 FE 360 D .

WELDED COLD DRAWN 159 55 148 0 FE 360 D .

WELDED COLD DRAWN 159 55 148 0 E235 CR1-S1

WELDED COLD DRAWN TUBES 159 6 147 0 E235 +C=cold drawn hard

SEAMLESS HOT ROLLED STEEL TUBES 159 8 143 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 159 8 143 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 159 8 143 0 P355N-TC1/S355J2H/ +N = normalized

WELDED COLD DRAWN 159 8,3 142,4 0/ P355 TR1

SEAMLESS HOT ROLLED STEEL TUBES 159 10 139 0.

SEAMLESS HOT ROLLED STEEL TUBES 159 10 139 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 159 10 139 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 159 10 139 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 159 11 137 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 159 12,5 134 0 20CRMO4

SEAMLESS HOT ROLLED STEEL TUBES 159 12,5 134 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 159 12,5 134 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 159 12,5 134 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 159 13 133 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 14,2 130,6 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 159 14,2 130,6 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 159 14,2 130,6 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 16 127 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 159 16 127 0 P355N-TC1/S355J2H/ +N = normalized

TUBES POLISHED INTERNALLY, RAW

EXTERNALLY 159 17 125 0 ST 52.3

SEAMLESS HOT ROLLED STEEL TUBES 159 17,5 124 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 20 119 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 22,2 114,6 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 25 109 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 159 25 109 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 28 103 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 30 99 0 FE 510
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SEAMLESS HOT ROLLED STEEL TUBES 159 30 99 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 35 89 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 40 79 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 45 69 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 159 45 69 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 50 59 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 159 55 49 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 159 60 39 0 FE 510

WELDED COLD DRAWN TUBES 160 4 152 0 FE 360 B .

WELDED COLD DRAWN TUBES 161,4 4,7 152 0 FE 510 +C=cold drawn hard

WELDED COLD DRAWN TUBES 162 3,5 155 0/P235 TR1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 162 5 152 0 E235 +SR = stress relieved

WELDED COLD DRAWN TUBES 162 6 150 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 162 6 150 0/FE 360 D +SR = stress relieved

WELDED COLD DRAWN TUBES 163 4 155 0 E235 +C=cold drawn hard

WELDED COLD DRAWN TUBES 163 4 155 0 P235 TR1 +C=cold drawn hard

WELDED COLD DRAWN TUBES 164,8 6,5 151,8 0/ST 52.3 +LC=cold drawn soft

SEAMLESS HOT ROLLED STEEL TUBES 165 12,5 140 0.

SEAMLESS HOT ROLLED STEEL TUBES 165 40,55 83,9 0/S355J2H

SEAMLESS COLD DRAWN TUBES 166 55 155 0 FE 35.1

WELDED COLD DRAWN 168,3 2,5 163,3 0 FE 360 B

WELDED COLD DRAWN 168,3 3,2 161,9 0 FE 360 D

WELDED COLD DRAWN 168,3 3,7 160,9 0 FE 360 D .

WELDED COLD DRAWN 168,3 3,7 160,9 0 E235 CR1-81

SEAMLESS BOILER PIPES 168,3 4,5 159,3 0.

WELDED COLD DRAWN 168,3 4,8 158,7 0 FE 360 B .

WELDED COLD DRAWN 168,3 5,1 158,1 0 E235 CR1-51

WELDED COLD DRAWN 168,3 6 156,3 0 P355 TR1 .

WELDED COLD DRAWN 168,3 6 156,3 0/FE 510D +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 6,3 155,7 0 30CRMO4 .

WELDED COLD DRAWN 168,3 6,6 155,1 0 E235 CR1-51

SEAMLESS HOT ROLLED STEEL TUBES 168,3 7,11 154,08 0 A106 GR.B

SEAMLESS HOT ROLLED STEEL TUBES 168,3 7,5 153,3 0 25MNV5

SEAMLESS HOT ROLLED STEEL TUBES 168,3 8 152,3 0. .

SEAMLESS HOT ROLLED STEEL TUBES 168,3 8 152,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 8,8 150,7 0 E470HL

SEAMLESS HOT ROLLED STEEL TUBES 168,3 10 148,3 0. .

SEAMLESS HOT ROLLED STEEL TUBES 168,3 10 148,3 0 P355N-TC1/S355J2H/ +N = normalized

STEEL PIPES ASTM 168,3 10,97 146,36 0/ A199T11

STEEL PIPES ASTM 168,3 10,97 146,36 0 A213T12

SEAMLESS HOT ROLLED STEEL TUBES 168,3 11,5 145,3 0 MECAVAL 147M

SEAMLESS HOT ROLLED STEEL TUBES 168,3 12,5 143,3 0 12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 168,3 12,5 143,3 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 168,3 14,2 139,9 0 FE 45.1

SEAMLESS HOT ROLLED STEEL TUBES 168,3 14,2 139,9 0 FE 452

SEAMLESS HOT ROLLED STEEL TUBES 168,3 14,2 139,9 0 FE 510D

SEAMLESS HOT ROLLED STEEL TUBES 168,3 14,2 139,9 0. .

SEAMLESS HOT ROLLED STEEL TUBES 168,3 14,2 139,9 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 14,2 139,9 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 16 136,3 0.

SEAMLESS HOT ROLLED STEEL TUBES 168,3 16 136,3 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 168,3 16 136,3 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 16 136,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 17,5 133,3 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 168,3 17,5 133,3 0/ A199T11

SEAMLESS HOT ROLLED STEEL TUBES 168,3 17,5 133,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 168,3 17,5 133,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 168,3 18,3 131,7 0 A106 GR.B

SEAMLESS HOT ROLLED STEEL TUBES 168,3 20 128,3 0 CR1

SEAMLESS HOT ROLLED STEEL TUBES 168,3 20 128,3 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 168,3 22,2 123,9 0/ A199T11

SEAMLESS HOT ROLLED STEEL TUBES 168,3 22,2 123,9 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 168,3 22,2 123,9 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 22,2 123,9 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 25 118,3 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 168,3 25 118,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 28 112,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 168,3 30 108,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 168,3 32 104,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 168,3 35 98,3 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 168,3 35 98,3 0 E470HL .

SEAMLESS HOT ROLLED STEEL TUBES 168,3 36 96,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 40 88,3 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 168,3 40 88,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 45 78,3 0 FE 510
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SEAMLESS HOT ROLLED STEEL TUBES 168,3 45 78,3 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 168,3 50 68,3 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 168,3 50 68,3 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 168,3 55 58,3 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 168,3 60 48,3 0 E355 .

WELDED COLD DRAWN TUBES 170 2,5 165 0 FE 360 D +C=cold drawn hard

HOLLOW BARS 170 60 50 0 32MN5

SEAMLESS HOT ROLLED STEEL TUBES 171 17,5 136 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 171 28 115 0 E470HL

SEAMLESS HOT ROLLED STEEL TUBES 171 32 107 0 FE 55

SEAMLESS HOT ROLLED STEEL TUBES 171 45 81 0|E470HL .

SEAMLESS HOT ROLLED STEEL TUBES 171 45 81 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 173 7,5 158 0 FE 35.1

SEAMLESS COLD DRAWN TUBES 176 13,5 149 0 FE52.2

SEAMLESS HOT ROLLED STEEL TUBES 176,4 15,2 146 0.

WELDED COLD DRAWN 177,8 3,2 171,4 0 FE 360 D

WELDED BOILER PIPES 177,8 5 167,8 0/ P235 TR1 .

WELDED COLD DRAWN 177,8 5 167,8 0 E235 CR1-81

WELDED COLD DRAWN 177,8 5,6 166,6 0/FE 510D +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 6,3 165,2 0 35CRMO4

SEAMLESS HOT ROLLED STEEL TUBES 177,8 8 161,8 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 8 161,8 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 8,8 160,2 0 FE52.2

WELDED COLD DRAWN 177,8 9,5 158,8 0 S235JRH .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 10 157,8 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 12,5 152,8 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 14,2 149,4 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 177,8 14,2 149,4 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 177,8 16 145,8 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 177,8 17,5 142,8 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 17,5 142,8 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 18 141,8 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 20 137,8 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 20 137,8 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 22,2 133,4 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 22,2 133,4 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 25 127,8 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 25 127,8 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 28 121,8 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 177,8 30 117,8 0 FE 45.1

SEAMLESS HOT ROLLED STEEL TUBES 177,8 30 117,8 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 177,8 30 117,8 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 177,8 36 105,8 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 36 105,8 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 40 97,8 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 177,8 45 87,8 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 45 87,8 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 50 77,8 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 177,8 50 77,8 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 177,8 55 67,8 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 177,8 60 57,8 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 177,8 60 57,8 0 S355J2H .

WELDED COLD DRAWN TUBES 180 2,5 175 0/ST 37.2 +C=cold drawn hard

WELDED COLD DRAWN 193,7 3 187,7 0 FE 360 D

WELDED BOILER PIPES 193,7 4,2 185,3 0/ P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 193,7 8 177,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 193,7 8 177,7 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 8 177,7 0 S355J2H +N = normalized

WELDED COLD DRAWN 193,7 10 173,7 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 193,7 10 173,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 193,7 10 173,7 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 10 173,7 0 P355N-TC1/S355J2H/ .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 10 173,7 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 12,5 168,7 0 ST 52.3

SEAMLESS HOT ROLLED STEEL TUBES 193,7 12,5 168,7 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 12,5 168,7 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 14,2 165,3 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 14,2 165,3 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 16 161,7 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 16 161,7 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 17,5 158,7 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 17,5 158,7 0 P355N-TC1/S355J2H/ .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 20 153,7 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 22,2 149,3 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 22,2 149,3 0/P355N-TC1/S355J2H/ +N = normalized
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SEAMLESS HOT ROLLED STEEL TUBES 193,7 25 143,7 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 28 137,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 28 137,7 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 30 133,7 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 30 133,7 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 36 121,7 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 193,7 40 113,7 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 193,7 45 103,7 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 193,7 45 103,7 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 193,7 50 93,7 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 193,7 60 73,7 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 193,7 60 73,7 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 202 33 136 0/C45 E EN 10297-1 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 8 187 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 203 10 183 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 11 181 0.

SEAMLESS HOT ROLLED STEEL TUBES 203 12,5 178 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 203 12,5 178 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 14,2 174,6 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 203 16 171 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 203 16 171 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 203 17,5 168 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 20 163 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 203 20 163 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 22,2 158,6 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 203 22,2 158,6 0/C10

SEAMLESS HOT ROLLED STEEL TUBES 203 22,2 158,6 0.

SEAMLESS HOT ROLLED STEEL TUBES 203 22,2 158,6 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 203 25 153 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 203 30 143 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 203 30 143 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 203 30 143 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 32 139 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 203 32 139 0 MECAVAL 147M

SEAMLESS HOT ROLLED STEEL TUBES 203 36 131 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 203 36 131 0 E470HL

SEAMLESS HOT ROLLED STEEL TUBES 203 36 131 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 203 36 131 0 S275NLH +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 40 123 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 203 40 123 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 45 113 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 203 45 113 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 203 50 103 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 203 55 93 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 203 55 93 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 203 60 83 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 203 60 83 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 210 20 170 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 210 30 150 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2141 45,3 123,5 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 215 78 59 0 35CRMO4

SEAMLESS HOT ROLLED STEEL TUBES 219 8 203 0.

WELDED BOILER PIPES 219,1 4,5 210,1 0/ P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 219,1 4,5 210,1 0.

WELDED BOILER PIPES 219,1 5,9 207,3 0/ P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 219,1 6,3 206,5 0. .

WELDED COLD DRAWN 2191 8 203,1 0|FE 510 +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 219,1 8 203,1 0. .

SEAMLESS HOT ROLLED STEEL TUBES 2191 8 203,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 219,1 10 199,1 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 219,1 10,5 198,1 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 219,1 10,5 198,1 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2191 12,5 194,1 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 219,1 12,5 1941 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2191 12,5 194,1 0 P355N-TC1/S355J2H/ +N = normalized

STEEL PIPES ASTM 219,1 12,7 193,7 0 FE 45.1

SEAMLESS HOT ROLLED STEEL TUBES 219,1 12,7 193,7 0.

SEAMLESS HOT ROLLED STEEL TUBES 219,1 14,2 190,7 0.

SEAMLESS HOT ROLLED STEEL TUBES 2191 14,2 190,7 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 219,1 14,2 190,7 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2191 16 187,1 0 ST 35.8

SEAMLESS HOT ROLLED STEEL TUBES 219,1 16 187,1 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 2191 16 187,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 219,1 17,5 184,1 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 219,1 20 179,1 0 E355
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SEAMLESS HOT ROLLED STEEL TUBES 2191 20 179,1 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 219,1 20 179,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2191 22,2 174,7 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 219,1 22,2 174,7 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 2191 22,2 174,7 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 219,1 25 169,1 0 FE 37

SEAMLESS HOT ROLLED STEEL TUBES 2191 25 169,1 0/ S355J0H

SEAMLESS HOT ROLLED STEEL TUBES 219,1 25 169,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 2191 25 169,1 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 219,1 28 163,1 0/CR3

SEAMLESS HOT ROLLED STEEL TUBES 2191 30 159,1 0 ST 52.3

SEAMLESS HOT ROLLED STEEL TUBES 219,1 30 159,1 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 2191 30 159,1 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 219,1 36 1471 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2191 40 139,1 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 219,1 40 139,1 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2191 45 129,1 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 219,1 45 129,1 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2191 50 119,1 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 219,1 55 109,1 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 2191 55 109,1 0 E470

SEAMLESS HOT ROLLED STEEL TUBES 219,1 55 109,1 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2191 60 99,1 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 219,1 60 99,1 0/S355J2H

SEAMLESS COLD DRAWN TUBES 220 15,56 188,88 0.

SEAMLESS HOT ROLLED STEEL TUBES 226 18 190 0.

SEAMLESS HOT ROLLED STEEL TUBES 229 25 176 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 226 34 158 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 229 17,5 192 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 229 4 221 0.

SEAMLESS HOT ROLLED STEEL TUBES 229 6,3 216,4 0 35CRMO4

SEAMLESS HOT ROLLED STEEL TUBES 229 7,1 214,8 0. .

SEAMLESS HOT ROLLED STEEL TUBES 229 10 209 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 229 12,5 204 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 229 14,2 200,6 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 229 16 197 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 229 17,5 194 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 229 20 189 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 229 25 179 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 229 25 179 0 C10

SEAMLESS HOT ROLLED STEEL TUBES 229 25 179 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 229 28 173 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 229 30 169 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 229 30 169 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 229 35 159 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 229 36 157 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 229 36 157 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 229 40 149 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 229 40 149 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 229 45 139 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 229 50 129 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 229 50 129 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 229 55 119 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 229 60 109 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 230 14,2 201,6 0 FE 37 .

WELDED COLD DRAWN TUBES 233 9 215 0 C25 +LC=cold drawn soft

SEAMLESS HOT ROLLED STEEL TUBES 233 21 191 0 20MNV6

SEAMLESS HOT ROLLED STEEL TUBES 235 25 185 0.

SEAMLESS HOT ROLLED STEEL TUBES 240 11 218 0.

WELDED COLD DRAWN 2445 6,3 231,9 0 P235 TR1

SEAMLESS HOT ROLLED STEEL TUBES 2445 8 228,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 2445 8 228,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2445 8,8 226,9 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 2445 10 2245 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 2445 10 224,5 0/P355N-TC1/S355J2H//+N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2445 12,5 219,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 2445 12,5 219,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 2445 12,5 219,5 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 2445 12,5 219,5 0/P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2445 14,2 216,1 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 2445 15 214,5 0 30CRMO4

SEAMLESS HOT ROLLED STEEL TUBES 2445 16 212,5 0 FE 35.1

SEAMLESS HOT ROLLED STEEL TUBES 2445 16 212,5 0 C35E

SEAMLESS HOT ROLLED STEEL TUBES 2445 17,5 209,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 2445 17,5 209,5 0 E355
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SEAMLESS HOT ROLLED STEEL TUBES 2445 20 204,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 2445 20 204,5 0 FE 37 .

SEAMLESS HOT ROLLED STEEL TUBES 2445 20 204,5 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2445 22,2 200,1 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2445 25 194,5 0 .C10

SEAMLESS HOT ROLLED STEEL TUBES 2445 25 194,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 2445 25 194,5 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2445 25 194,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2445 28 188,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 2445 30 184,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 2445 35 174,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 2445 36 172,5 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 2445 36 172,5 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2445 36 172,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2445 40 164,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 2445 40 164,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 2445 40 164,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 2445 44 156,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 2445 45 154,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2445 50 1445 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 2445 50 144,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2445 55 134,5 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 2445 55 134,5 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2445 60 124,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 2445 65 114,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 248 7,1 233,8 0 FE 35.1

SEAMLESS HOT ROLLED STEEL TUBES 248 10 228 0.

SEAMLESS HOT ROLLED STEEL TUBES 254 8 238 0 FE 510 .

SEAMLESS HOT ROLLED STEEL TUBES 254 8 238 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 10 234 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 254 14,2 225,6 0 FE 510 .

SEAMLESS HOT ROLLED STEEL TUBES 254 14,2 225,6 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 17,5 219 0 FE 510 .

SEAMLESS HOT ROLLED STEEL TUBES 254 17,5 219 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 20 214 0 FE 452

SEAMLESS HOT ROLLED STEEL TUBES 254 20 214 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 254 20 214 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 254 20 214 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 25 204 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 254 25 204 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 254 25 204 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 28 198 0.

SEAMLESS HOT ROLLED STEEL TUBES 254 28 198 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 254 30 194 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 254 30 194 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 30 194 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 35 184 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 254 36 182 0.

SEAMLESS HOT ROLLED STEEL TUBES 254 36 182 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 254 40 174 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 254 40 174 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 45 164 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 254 45 164 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 254 45 164 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 50 154 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 254 55 144 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 254 55 144 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 254 60 134 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 254 60 134 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 254 60 134 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 254 65 124 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 254 65 124 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 254 70 114 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 267 8 251 0 FE 37 .

SEAMLESS HOT ROLLED STEEL TUBES 267 20 227 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 267 30 207 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 267 30 207 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 267 40 187 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 267 40 187 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 267 50 167 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 267 50 167 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 267 55 157 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 7,8 257,4 0.

SEAMLESS HOT ROLLED STEEL TUBES 273 8 257 0.

SEAMLESS HOT ROLLED STEEL TUBES 273 8 257 0 E355
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SEAMLESS HOT ROLLED STEEL TUBES 273 8 257 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 8,8 255,4 0 FE 37

SEAMLESS PIPES API5L 273 9,27 254,46 0 FE 451

SEAMLESS HOT ROLLED STEEL TUBES 273 10 253 0.

SEAMLESS HOT ROLLED STEEL TUBES 273 10 253 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 273 10 253 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 11 251 0.

SEAMLESS HOT ROLLED STEEL TUBES 273 12,5 248 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 273 12,5 248 0.

SEAMLESS HOT ROLLED STEEL TUBES 273 12,5 248 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 273 14,2 244.,6 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 273 14,2 244.6 0 P355N-TC1/S355J2H/ +N = normalized

STEEL PIPES ASTM 273 15,09 242,82 0 FE 451 .

SEAMLESS HOT ROLLED STEEL TUBES 273 16 241 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 17,5 238 0 FE 37 .

SEAMLESS HOT ROLLED STEEL TUBES 273 17,5 238 0 S355J2H +N = normalized

SEAMLESS PIPES API5L 273 18,26 236,48 0 FE 451

SEAMLESS HOT ROLLED STEEL TUBES 273 20 233 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 273 20 233 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 20 233 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 22,2 228,6 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 273 22,2 228,6 0 A199T11

SEAMLESS HOT ROLLED STEEL TUBES 273 22,2 228,6 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 273 25 223 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 28 217 0 CR1

SEAMLESS HOT ROLLED STEEL TUBES 273 28 217 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 273 28 217 0 FE 47

SEAMLESS HOT ROLLED STEEL TUBES 273 28 217 0.

SEAMLESS PIPES API5L 273 28,6 215,8 0/ A199T11

SEAMLESS HOT ROLLED STEEL TUBES 273 30 213 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 273 30 213 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 273 35 203 0 X20CRMO

SEAMLESS HOT ROLLED STEEL TUBES 273 36 201 0.

SEAMLESS HOT ROLLED STEEL TUBES 273 36 201 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 273 36 201 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 273 36 201 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 40 193 0/15CD2-05

SEAMLESS HOT ROLLED STEEL TUBES 273 40 193 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 273 45 183 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 273 45 183 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 273 45 183 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 273 50 173 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 55 163 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 273 55 163 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 55 163 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 60 153 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 273 60 153 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 273 65 143 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 273 65 143 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 273 70 133 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 273 70 133 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 273 70 133 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 273 70 133 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 277 25 227 0.

SEAMLESS HOT ROLLED STEEL TUBES 292 42 208 0 12CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 298,5 8 282,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 298,5 8 282,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 298,5 8,8 280,9 0/GOST 20

SEAMLESS HOT ROLLED STEEL TUBES 298,5 10 278,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 298,5 10 278,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 298,5 10 278,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 12,5 273,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 14,2 270,1 0.

SEAMLESS HOT ROLLED STEEL TUBES 298,5 14,2 270,1 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 298,5 16 266,5 0.

SEAMLESS HOT ROLLED STEEL TUBES 298,5 16 266,5 0 FE 510 .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 17,5 263,5 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 20 258,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 298,5 20 258,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 20 258,5 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 22,2 254,1 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 298,5 25 248,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 298,5 25 248,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 25 248,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 30 238,5 0 FE 510
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SEAMLESS HOT ROLLED STEEL TUBES 298,5 30 238,5 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 30 238,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 36 226,5 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 298,5 36 226,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 36 226,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 40 218,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 40 218,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 45 208,5 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 50 198,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 52 194,5 0 A213T12

SEAMLESS HOT ROLLED STEEL TUBES 298,5 55 188,5 0 S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 298,5 60 178,5 0/S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 60 178,5 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 298,5 70 158,5 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 298,5 80 138,5 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 298,5 80 138,5 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 298,5 80 138,5 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 305 16 273 0 S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 305 20 265 0 S355J2H .

SEAMLESS HOT ROLLED STEEL TUBES 305 20 265 0 P355N-TC1/S355J2H/ +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 305 25 255 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 305 25 255 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 305 30 245 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 305 30 245 0 E355 .

SEAMLESS HOT ROLLED STEEL TUBES 305 35 235 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 305 40 225 0 FE 510 .

SEAMLESS HOT ROLLED STEEL TUBES 305 40 225 0/S355J2H +N = normalized

SEAMLESS HOT ROLLED STEEL TUBES 305 50 205 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 305 50 205 0 E355

SEAMLESS HOT ROLLED STEEL TUBES 305 60 185 0/S355J2H

SEAMLESS HOT ROLLED STEEL TUBES 305 70 165 0 FE 510

SEAMLESS HOT ROLLED STEEL TUBES 318 8 302 0.

SEAMLESS HOT ROLLED STEEL TUBES 318 17,5 283 0 10CRMO910

SEAMLESS HOT ROLLED STEEL TUBES 318 24 270 0 FE 55

S